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ROOF SLAB ROOF SLAB

POLYCARBONATE ROOFING SHEET
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ROOFING SHEET

ROOFING SHEETROOF SLABROOFING SHEET
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SCALE 1:150
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TERRACE FLOOR AC LAYOUT

65.7 KW

GR F

85.4 KW

48.3 KW

132.6 KW

69.5 KW

Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

4 WAY CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

4 WAY CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

SCALE 1:150
32 4 50.5 10

GROUND FLOOR VENTILATION LAYOUT
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 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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POLYCARBONATE ROOFING SHEET
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FIRST FLOOR VENTILATION LAYOUT

T/A

T/A

Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

4 WAY CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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TERRACE FLOOR VENTILATION LAYOUT

280 CFM

280 CFM

88
5 

CF
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

4 WAY CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

 RIYAN PRIVATE LIMITED
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SCALE 1:150
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