A vt 7] T L 150mm THICK GRADE 20
L] ottt . MASS CONCRETE DETAIL OF TRENCH
ARSI ST N FOR P.V.C PIPES & PE PIPES
o+ o+ o+ o+ 4+ o+ 4+ + o+ o+ 4+ PVC PE
o+ o+ o+ o+ o+ o+ A + o+ +
+# + 4+ + + + + ]  SELECTED EARTH FILL (TYPE 1 MATERIAL) PR SELECTED EARTH FILL (TYPE 1 MATERIAL) DIA©)
RICIEIEIEIE I WITH 95% COMPACTION Lt + WITH 95% COMPACTION (mm)  \WIDTH(W)| DEPTH(H) WIDTH(W)| DEPTH(H)
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] PR . 63 0.30 | 0.90
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I T I P + 110 045 | 1.20 | 0.40 | 1.12
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+ + + + + + + ¥1~—  WARNING TAPE o+ o+ 4+ o+ WARNING TAPE :
o+ o+ o+ o+ o+ o+ A + o+ o+ o+ o+ o+ o+ o+ 140 _ _ 0.40 1.15
g [T+ e T Tt SELECTED EARTH FILL (TYPE 1 MATERIAL) El [+7+"+ %4 ", " "3~ SELECTED EARTH FILL (TYPE 1 MATERIAL) 160 060 | 120 | 045 | 1.17
gl |+ + + + + + + +ft— o 5 o o+ o+ o+ 4+ WITH 98% COMPACTION : : : :
5 PR WITH 98% COMPACTION Sl |+ + + + .+ + + + 180 - - 0.45 1.19
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o] o e . . 225 0.60 1.30 0.50 1.24
+ o+ + o+ + + o+ 250 - - 0.50 1.26
+ o+ + o+ 4 + o+ o+ + o+ 4+
S B I s 4 4 APPROPRIATE TYPE OF BEDDING I —1__ APPROPRIATE TYPE OF BEDDING 280 0.60 1.30 0.60 1.29
~1~  ASPER Drg. No.- HORAFUSHI/STD/02 : W AS PER Drg. No.- HORAFUSHI/STD/02 315 075 | 135 | 0.60 | 1.33

| W

BACK FILLING & PERMANENT/ TEMPORARY REINSTATEMENT

PIPE LOCATED AWAY FROM THE ROAD SHOULDER / SHOULDER/

EARTH CARRIAGEWAY

BACK FILLING & PERMANENT REINSTATEMENT
CONCRETE ROAD

DETAIL OF TRENCH
FOR D.I PIPES
DIA(Q) WIDTH(W)DEPTH(H)
(mm) (m) (m)
80 0.60 0.95
100 0.60 0.95
150 0.60 1.00
200 0.60 1.20
250 0.60 1.25
300 0.60 1.30
350 0.75 1.35
400 0.90 1.40
450 0.90 1.45
500 0.90 1.50
600 1.10 1.60
700 1.20 1.70
800 1.30 1.90

50mm ASPHALT WEARING COURSE TABLE TO SELECT APPROPRIATE BEDDING TYPE
(LAY AND COMPACT)
TACK COAT WITH CSS @ RATE OF 0.5 Itr/ Sqr.m.
e @ 7 sgrm TACK COAT WITH CSS @ RATE OF 0.5 Itr/ Sqr.m. TYPE OF APPROXIMATE B'II%SPDIIENG
AR R 2 REMOVED & FILLED GRADED AGGREGATE BASE SOIL BEARING CAPACITY KN/m
9 | E%,LTFTS ;E\GGggsG(?oTr\EA F?:(?'II'EION 7/// COURSE (DGABC) - 98% COMPACTION. HARD SOIL/ROCK 200 A
l / . /_ 75mm AGGREGATE BASE NORMAL SOIL 100-200 B
PR COURSE - 98% COMPACTION.
LOOSE SOIL
+++++++++++++++4 o+ o+ o+ o+ o+ o+ o+ <200 C
+ o+ o+ o+ o+ o+ o+
PR R T T S 75 c
ST T SELECTED EARTH FILL (TYPE 1 MATERIAL) Jtotu Lttt t=—  SELECTED EARTHFILL (TYPE 1 MATERIAL) CLAY g
+ R + N + N + . + . + . + . + ] WITH 98% COMPACTION + + + + + + + WITH 98% COMPACTION
T o4+ o+ + T PRI I <75 D
SELEASN LR PEAT/MASHY
Lt T LT T, YT WARNING TAPE . L PLTLTLT.T.T— WARNING TAPE AREAS <75 D
S
E[ |+ + """ 2 SELECTED EARTH FILL (TYPE 1 MATERIAL) €l [.+,*,*.*.* *.*<1—  SELECTED EARTH FILL (TYPE 1 MATERIAL)
S|+ + + + + + + T S|+ + + + + + + F
S|t + + + + o+ o+ WITH 98% COMPACTION Sl f + + + + o+ WITH 98% COMPACTION
Ol [+ + 4 + 4+ O+ + 4 & + o+
+ + o+ + + A + + o+ + o+ NOTE:
al |t * + 4 al |*.* .t
. s P PR 1. ALL DIMENSIONS ARE IN MILLIMETERS.
+ o+ oo+
RN o] s R 2. CSS-CATIONIC SLOW SETTING
| APPROPRIATE TYPE OF BEDDING —|_ APPROPRIATE TYPE OF BEDDING
AS PER Drg, No.- HORAFUSHISTD/02 - AS PER Drg. No.- HORAFUSHISTD/02 3. FOR NORMAL SOIL BACKFILLING MATERIAL SHALL BE SOIL (TYPE 1 MATERIAL) HAVING THE
' w | | | MAXIMUM DRY DENSITY UNDER STANDARD CONDITIONS OF PROCTOR COMPAGTION NOT

BACK FILLING &TEMPORARY REINSTATEMENT
ASPHALT / TARRED ROADS/ CARRIAGEWAY

LESS THAN1600KG/M3. WITH THE PROPERTIES OF PLASTIC LIMIT LESS THAN 15, LIQUID LIMIT

BACK FILLING &PERMANENT REINSTATEMENT
ASPHALT / TARRED ROADS/ CARRIAGEWAY

DENSITY NOT LESS THAN 98% OF MAXIMUM DRY DENSITY.

LESS THAN 40 AND CBR > 20. EXCAVATED SOIL CAN BE USED AS BACK FILLING MATERIAL IF
THEY CONFORM TO THE REQUIRED SPECIFICATION MATERIAL TO BE COMPACTED TO A DRY

NOT TO SCALE
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