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GROUND WATER SUPPLY

SCALE 1:100
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GROUND FLOOR PLUMBING & DRAINAGE LAYOUT
                  16Ø COLD WATER SUPPLY TO CISTERN
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                  RISE IN WALL
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                  32Ø COLD WATER SUPPLY PIPES RUNNING UNDERGROUND
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-ALL COLD WATER PIPES SHOULD BE CPVC
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NOTE:
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NOTE:
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NOTE:
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82Ø RWP TO BELOW
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CLASS ROOM 08

NOTE:

- GROUND WATER WELL IS USED ONLY FOR FLUSHING, UNLESS FOR
ANY OTHER PURPOSES, DUE TO THE ABSENCE OF SUPPLY WATER

RWP           82/50 Ø RAINWATER PIPE

CD               25 Ø DRAIN PIPE
MHVP          50 Ø MANHOLE VENT PIPE

RWO           82/50 Ø DRAIN OUTLET

GROUND WATER SUPPLY

                  16Ø COLD WATER SUPPLY TO CISTERN
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                  RISE IN WALL

                  DROP IN WALL

                  32Ø COLD WATER SUPPLY PIPES RUNNING UNDERGROUND
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ROOF SLAB
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NOTE:

- GROUND WATER WELL IS USED ONLY FOR FLUSHING, UNLESS FOR
ANY OTHER PURPOSES, DUE TO THE ABSENCE OF SUPPLY WATER
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NOTE:
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