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EL-03

SECOND FLOOR LIGHTING LAYOUT

1:100

100W, LED, Low Bay Light

Cement Board False Ceiling [200mm below beam bottom]

Plaster Board False Ceiling [200mm below beam bottom]

Cement Board False Ceiling [at beam bottom level]

Light and Fan Switch (1 Gang - 6 Gang)

42" To 48" Ceiling Fan

Ceiling Light (18W)

Ceiling Light (12W)

Recessed Ceiling Light (12W)

Ceiling Mounted Exhaust Fan  90m3/hr

Legend

Ceiling Down Light (18W) - Weather Proof

Wall Recessed Light With Motion Sensor (low Level 8W)

Ceiling Fan Switch With Controller

Ceiling Mount Spot Light (15W)

Weather Proof Wall Light IP55 (12W)

Wall Light - Weather Proof Ip55 (low Level 8W)

29" To 36" Ceiling Fan

Oscillating Ceiling Fan

Track Lights (3x7W)

3 Ft Led Tube Light

Decorative Pendent Light 

Bollard Light IP65 (12W)

Connected to Switches in Ground Floor
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PIPE FROM MAIN SUPPLY
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GROUND FLOOR PLUMBING LAYOUT

1:100

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

16Ø Cold Water Supply To Head Shower

MWSC Meter

16Ø Cold Water Supply To Bib Tap
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FIRST FLOOR PLUMBING LAYOUT

1:100

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

16Ø Cold Water Supply To Head Shower

MWSC Meter

16Ø Cold Water Supply To Bib Tap
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SECOND FLOOR PLUMBING LAYOUT

1:100

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

16Ø Cold Water Supply To Head Shower

MWSC Meter

16Ø Cold Water Supply To Bib Tap
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Rainwater Tank

2000 x 1000 x 1000mm

Ground Well

   1200mm

Rainwater Tank

2000 x 1000 x 1000mm

Ground Well

   1200mm

Mh

Connected To Main Sewer Network
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DR-01

GROUND FLOOR DRAINAGE LAYOUT

1:100

100mm Masonary Wall

Floor Drain

110Ø Soil Pipe (uPVC Pipe)

110Ø Soil Vent Pipe (uPVC Pipe)

82Ø Waste Pipe (uPVC Pipe)

82Ø Waste Vent Pipe (uPVC Pipe)

40Ø Waste Pipe (uPVC Pipe)

63Ø Manhole Vent Pipe (uPVC Pipe)

110Ø Rain Water Pipes (uPVC Pipe)

Manhole

Gully Trap

Bottle Trap

Mh

Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps

Legend

Floor Gully

110Ø Rainwater Outlet

Clean Out Point

In-ground First Flush System

Bottle Trap for Sink

2000 x 1400 Oil Trap
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 Slope on Balcony 1/150

 Slope on Balcony 1/150
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DR-02

FIRST FLOOR DRAINAGE LAYOUT

1:100

100mm Masonary Wall

Floor Drain

110Ø Soil Pipe (uPVC Pipe)

110Ø Soil Vent Pipe (uPVC Pipe)

82Ø Waste Pipe (uPVC Pipe)

82Ø Waste Vent Pipe (uPVC Pipe)

40Ø Waste Pipe (uPVC Pipe)

63Ø Manhole Vent Pipe (uPVC Pipe)

110Ø Rain Water Pipes (uPVC Pipe)

Manhole

Gully Trap

Bottle Trap

Mh

Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps

Legend

Floor Gully

110Ø Rainwater Outlet

Clean Out Point

In-ground First Flush System

Bottle Trap for Sink

2000 x 1400 Oil Trap
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 Slope on Terrace 1/150
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Education Block

R. Alifushi

DR-03

SECOND FLOOR DRAINAGE LAYOUT

1:100

100mm Masonary Wall

Floor Drain

110Ø Soil Pipe (uPVC Pipe)

110Ø Soil Vent Pipe (uPVC Pipe)

82Ø Waste Pipe (uPVC Pipe)

82Ø Waste Vent Pipe (uPVC Pipe)

40Ø Waste Pipe (uPVC Pipe)

63Ø Manhole Vent Pipe (uPVC Pipe)

110Ø Rain Water Pipes (uPVC Pipe)

Manhole

Gully Trap

Bottle Trap

Mh

Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps

Legend

Floor Gully

110Ø Rainwater Outlet

Clean Out Point

In-ground First Flush System

Bottle Trap for Sink

2000 x 1400 Oil Trap
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Lift Roof Slab @ +330

from roof slab lvl 1

Terrace

Roof Slab Level 1

Terrace

150mm High 150mm Thick Ledge

150mm High 150mm Thick Ledge
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DR-04

ROOF  SLAB LEVEL 1 DRAINAGE LAYOUT

1:100

Vent Pipes With Cowl
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Floor Drain

110Ø Soil Pipe (uPVC Pipe)

110Ø Soil Vent Pipe (uPVC Pipe)

82Ø Waste Pipe (uPVC Pipe)

82Ø Waste Vent Pipe (uPVC Pipe)

40Ø Waste Pipe (uPVC Pipe)

63Ø Manhole Vent Pipe (uPVC Pipe)

110Ø Rain Water Pipes (uPVC Pipe)

Manhole

Gully Trap

Bottle Trap

Mh

Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps

Legend

Floor Gully

110Ø Rainwater Outlet

Clean Out Point

In-ground First Flush System

Bottle Trap for Sink

2000 x 1400 Oil Trap
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Terrace

Roof Slab Level 1

Roof Slab Level 2

Lift Roof Slab @ +330

from roof slab lvl 1

Terrace

Terminates At Roof Slab Level 1

150mm High 150mm Thick Ledge
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DR-05

Floor Drain

110Ø Soil Pipe (uPVC Pipe)

110Ø Soil Vent Pipe (uPVC Pipe)

82Ø Waste Pipe (uPVC Pipe)

82Ø Waste Vent Pipe (uPVC Pipe)

40Ø Waste Pipe (uPVC Pipe)

63Ø Manhole Vent Pipe (uPVC Pipe)

110Ø Rain Water Pipes (uPVC Pipe)

Manhole

Gully Trap

Bottle Trap

Mh

Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps

Legend

Floor Gully

110Ø Rainwater Outlet

Clean Out Point

In-ground First Flush System

Bottle Trap for Sink

2000 x 1400 Oil Trap
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