
ACCESS COVER

CABLE DUCTS

LIFTING CHAIN

GUIDE BARS

DISCHARGE ELBOW

LIFTING EYE

LEVEL REGULATOR

TOP OF STATION

FINISHED GRADE

DOUBLE SEALED

DISCHARGE PIPE

1.36m MSL

GL

ANCHOR BLOCK

250mm minimum

concrete cover to

pipe to edge of the reef

160mm OD HDPE fusion welded

pipe laid to natural pofile with

minimum 0.5% gradient

750M

+0.35m MSL

I.L MSL

+1.09m MSL

3.00m below MSL

uPVC strap

10mm thick

@1.0m centers

Surf Zone-Diffuser

The contractor to undertake a detailed inspection of the outfall

site to assess the profile and condition of the methodology for

installation and fixing.

Treated effluent pumping station

inside the premises of STP.

10.00m below MSL
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3. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER 

RELEVANT DRAWINGS,GENERAL NOTES AND SPECIFICATIONS.

ALL LEVELS SHOWN ARE IN METERS.

ALL LEVELS SHOWN ARE FROM MEAN SEA LEVEL

ALL NON-PRESSURE PIPES SHALL BE UPVC TO ASTM D-3034 

ALL GRAVITY NETWORK LINES SHALL BE  160mm DIA.

ALL NON-PRESSURE PIPES SHALL HAVE RUBBER SEAL JOINT.

2.

4.

5

6. ALL GRAVITY NETWORK LINES SHALL HAVE MINIMUM 0.5% SLOPE.

7.

8.
ALL LIFT STATIONS, MANHOLES AND CLEAN OUTS SHALL BE  

CONNECTION FROM THE HOUSEHOLD TO THE INSPECTION  

PROVISION SHALL BE GIVEN IN IC FOR MULTIPLE CONNECTIONS.

  PLASTIC MOULDED TYPE.

 CHAMBER IS OUT OF THIS CONTRACT.

UNLESS OTHERWISE SHOWN

1.

ALL DIMENSIONS SHOWN ARE IN MILLIMETERS (MM), 

9.

10.

SDR 35.

NOTES:-

THE PIPE DIMENSIONS REPRESENT IN OUTSIDE DIAMETER(O.D).11.


