
Specification for Projector 
 

 

CONNECTIONS 

INPUT TYPE HDMI 

INPUT 

4 Inputs (one in each projector location and 
one for Led Panel) 
1 Wireless input for all devices 
(All devices will display same image) 

 

 

 

 

 

 

 

 

 

 

PROJECTOR 

QUANTITY 3 

MODEL Canon LX-MH502Z (Or Equivalent) 

LIGHT SOURCE TYPE Blue laser diode and Yellow Phosphor 

LIGHT SOURCE LIFE 20,000 Hours (Normal) 

LIGHT OUTPUT (LUMENS) 5000 lumens (3750 Eco Mode) Presentation Mode 

RESOLUTION 1920 x 1080 (Native)  

DYNAMIC CONTRAST RATIO 

(UP TO) 
2200: 1 

ASPECT RATIO 50,000:1 (Fully white: fully black / presentation mode) 

PROJECTION DISTANCE 4m from screen 

ADDITIONAL FEATURES 

Projectors should be hidden above the ceiling and shown only 
when needed with the help of the projector lift (Ceiling Height is 
approximately 12 inches) 
Remote Control to slide down and up 
Include Projector Pointer for each Projector 
Able to show same input from 3 projectors 
Installation and setup must be done by the bidder 



 

 

 

 

Specification for Projector Screen 
 

 

Motorized Projector Screen 

QUANTITY 3 

SIZE (ACTIVE AREA) 

Height: 58 inches (Approximate) 
Width: 104 inches (Approximate) 
Diagonal: 119 inches 
(16:9) 

SURFACE MATERIAL Matt White  

ADDITIONAL FEATURES 

Ceiling embedded 
Hidden inside ceiling (Ceiling height is 
approximately 12 inches) 
Remote Control to slide in and out 
Installation done by the bidder 

 

 

 

 

  




