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FEMALE NOTES:

— FFL OF TOILETS & BALCONIES SHOULD
BE 25MM LOWER THAN

THE FFL OF RESPECTIVE FLOORS.

— CONMIX MOYA PROOF WS2/CONMIX MOYA PROOF HF
° OR EQUIVALENT WATER PROOFING TO BE PROVIDED

IN TOILETS, BALCONIES & ROOF TERRACE PRIOR TO TILING

D4

FINISHES—

£l 1)

®

= F.FL=+/-0.00

ke

|
|
V-V Vv _
|

{CONSULTATION
ROOM-1

~, W

o
|
|
Wr ) TOIL

7/
“aeged”
z_._.mﬁ_wm__/mmo LIFT
7/ AN

FOYER

F.FL=+0.300

=

PD

— FLOORS - 600MM X 600MM HOMOGENOUS FLOOR TILES
WITH CONMIX TILE ADHESIVE C800 OR EQUIVALENT.

— TOILET FLOORS— 300MM X 300MM NON SKID CERAMIC
FLOOR TILES WITH CONMIX TILE ADHESIVE C500 OR EQUIVALENT.

— TOILET WALLS — 300MM X 300MM CERAMIC WALL TILES
UP TO CEILING HEIGHT WITH CONMIX TILE ADHESIVE C500.
USE CONMIX TILE JOINT FILLER GROUT OF APPROPRIATE
COLOR FOR GROUTING JOINTS BETWEEN TILES

— APPLY CONMIX MOYA SHIELD RBE BETWEEN ALL EXTEND
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WALL AND SLAB JOINT FOR WATER PROOFING

— ADD CONMIX MEGA FLOW MP TO ALL INTERNAL/
EXTERNAL PLASTER, WET AREA PLASTER
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PHASE 01 - GROUND FLOOR PLAN

PLANTER WALLS

KEY /LEGEND NOTES

PD

PLUMBING DUCT

FLOOR DRAIN

ELECTRICAL DUCT

BLOCK MASONRY WALL

SCALE 1:100

BLOCK MASONRY WALL 2000MM HIGH

150MM THK RC WALL 1000MM HIGH




