38mm Gl PIPE SUPPORT
@300C/C

25mm Gl PIPE (TOP & BOTTOM)

PVC Coated chain link fencing
net,mesh size 50mm x 50mm
20 gauge or equivalent
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300x300x300 concrete footing

TYPICAL FENCE DETAIL

SCALE 1:50

PVC Coated chain link fencing
net,mesh size 50mm x 50mm
20 gauge or equivalent

38mm Gl PIPE

38mm GI PIPE ,2nos (welded) 3000

38mm Gl PIPE,2nos(welded)

NOTE : REQUIRED HINGES AND
LOCKING SYSTEM SHOULD BE
PROVIDED
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GATE DETAIL
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300x300x300 concrete footing

TENDER PURPOSE

1. ALL DIMENSIONS ARE IN MM UNLESS AND OTHERWISE SPECIFIED.
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PROVISION OF RAINWATER HARVESTING SYSTEM IN 8 ISLANDS
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ASSIGNUENT
CCONSULTANCY SERVICES FOR DESIGN AND SUPERVISION OF RAINWATER HARVESTING
SYSTEM IN AA. HIMANDHOO, AA. BODUFULHADHOO, AA. MATHIVERI, ADH. KUNBURUDHOO,
ADH. DHIGURAH, DH. BANDIDHOO, DH. HULHUDHELI, DH. MEEDHOO,

MALDIVES [PACKAGE - 3]
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TYPICAL DRAWING OF BOUNDARY FENCE
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