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INTERNAL DIMENSIONS OF GATE VALVE CHAMBERS :
SELECTION OF VALVES AND CHAMBERS NOTES
LINE DIA. (mm) VALVE DIA. (mm)|  VALVE OPERATION TYPE OF CHAMBER \éﬁ'\-}/E ) ('— ) (B ) 1. ALL DIMENSIONS ARE IN MILIMETRES
& TYPE (mm mm mm
2. CONCRETE PROTECTION TO BE AS SPECIFIED
2501300 DI 250/300 GEARED KEY OPIERATED | VALVE CHAMBERS Upto 3. THE SEALANT SHALL BE ELASTIC, ONE COMPONENT, GUN APPLIED SEALANT ON POLYURETHANE
200 1000 1000 BASIS CONFORMING TO BS 4254 SUITABLE FOR METAL WORK AND CONCRETE.
280 PVC 250 GEARED KEY OP[ERATED | VALVE CHAMBERS
Eg. SIKAFLEX - 1A OR APPROVED EQUAL.
225 PVC 200 GEARED KEY OP[ERATED | VALVE CHAMBERS 250/300) 1500 1500 4. MANHOLE FRAME SHALL BE FIRMLY FIXED TO THE CHAMBER
160 PVC 150 GEARED KEY OP[ERATED | VALVE CHAMBERS WITH 4 Nos. RAG BOLTS OR SIMILAR MANNER.
5. MANHOLE COVER SHALL BE OF HINGED, HEAVY DUTY (CLASS)
110PVC 100 GEARED KEY OP[ERATED | VALVE CHAMBERS D 400) VENTILATED TYPE WITH 600 DIA. MINIMUM CLEAR OPENING.
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