NOTE:

CONTRACTOR TO APPLY PROPER WATERPROOFING AFTER PHASE 01 IS COMPLETED AND JUST AFTER
THE SECOND FLOOR SLAB IS CASTED.

THE LIFT AND STAIRCASE VOIDS TO BE COVERED BY A TEMPORARY ROOF STRUCTURE.
THE CONCRETE COLUMNS TO BE PROTECTED FROM WEATHER UNTIL PHASE 02.

(D1
A-15,
ROOF TOP / N\
FLOOR LEVEL “ [P IR — __
18 _ / \ _
ROOF BEAM = o 5 _
LEVEL _ _ 7 _
B “ _
— _
m SUSPENDED >o%m“_w._—ﬂ__m | | _.._..c._.cmm ® "
it SBTEM ON EXTENSION” FUTURE |
ALUMINUM FRAME \ | \ _ PLANNING )
FLOOR LEVEL N b | PHISE-0Z]
A ZzZ A 7 BN
] 7t | N
;2 . .. _ e |
o|lo, HALF LANDIN
3 _ _ = LoBBY _ oo NGING o 2o PRESENT TIME _
[ | [PHASE-01] _
FIRST L _ |
FLOOR LEVEL
(. _
. _ .
_ _
8 Lo HALF LANDIN > | |
S _ _ ) 1, mo _ MCROBLOGY LABORATORY _
GROUND m “ — mqux>mm>=m>|_||_||_||_| _ "
FLOOR LEVEL| | 3 | ) |
— AN S N2 N RS N N
AN e 5 R Z SN AN N2 2 7
+ RO e
AR TR NSNS
PSRRI R IR RS

SECTION X-X

SCALE 1:100



