9;3.3.4

WU_BA_admin build_Steel_Structure_3-3-4_180502.dw:

P:\Abt213\68524\Bearbeitung\_Abfall\CAD\Drawings update 2018\180502_revision\Admin Building\68524

Side Frame

HEA 200 HEA 200 HEA 200 HEA 200 HEA 200
+4.60
7# ° - /X\ . - 7\ — o
~ 3 UPN140 1=314 UPN140 1=329 UPN140 =329 UPN140 =314 g
- KR AD 3 3 < 2. KR
9 8 S 2 #2 b @ ? 0# 43 o 8
5 < ° o ] Ty) 8 ) : ) m N\ <
+3.45 g 5 < @ < ® = i g
20 w w wi '3 20
11 T - T 4
| | UPN140 =314 UPN140 1=329 UPN140 =329 N UPN140 =314 |
o
©
<
8
< St St st st <t
(@) (@) D (@») D
<t <t <t <t <t
I I L I I
@ @ [en} D D
D D D D D
N N N N N
<C <C <C <C <C
L L L L Ly
I I I I I
+0.00
L 1 1 1 1 1 1 A 1 A 3
TN N N Ty Vo
315 330 330 315
Water Solutions Pvt Ltd n c Kocks Consult GmbH
1st Floor,
s Stegemannstr. 32 - 38
Ma.Fas eri, A Magu,
WS Mo 20208, o oY D-56068 Koblenz
Republic of Maldives Tel: +49 261 1302-0
Tel: +960 334 1643 / +960 330 1643 ENGINEERS Fax: +49 261 1302-400
Fax: +960 333 1643 o )
Email: info@water-solutions.biz Email; info@kocks-ing.de
Name
Designed Qinami May 2018
Drafted Qinami May 2018
Checked May 2018
GUIDELINES ]
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- Beam HEA200, Column HEA200
Technical Notes: rEndPlate Cliont . _
Structural elements are calculated and designed with following characteristics: Dlmen5|ons 400x400 mm 1en M | n |stry Of E nV| ron me nt a n d
. . ) o Thicknss 2x210 mm
Foundation: Foundations are designed with plinths: Steel type Fe430
- Concrete C-25/30 (fck=25000kN/m?) with safety factor yc=1.5 | Bolts E nergy
- Reinforcement FeB 42k (fys=420N/mm?) with safety factor ys=1.15 Diameter @20 mm
Concrete Walls & Columns: All walls & columns are designed with: Class Bolt 5.6 . . . o .
- Concrete C-25/30 (fck=25000kN/m?) with safety factor yc=1.5 Hole tolerance 0.1 mm Project Title Consultancy SerV|ce§ for F§a5|blllty Study f,or an Integrate.d Solid Wa}ste Management
- Reinforcement FeB 42k (fys=420N/mm?) with safety factor ys=1.15 L Welding System for Zone IlI (including Greater Malé) and Preparation of Engineering Design of

Concrete Beams: Beams for all storyes are designed with:

- Concrete C-25/30 (fck=25000kN/m?) with safety factor yc=1.5
- Reinforcement FeB 42k (fys=420N/mm?) with safety factor ys=1.15
Concrete Slab: Slabs for all storyes are designed with:

- Concrete C-25/30 (fck=25000kN/m?) with safety factor yc=1.5
- Reinforcement FeB 42k (fys=420N/mm?) with safety factor ys=1.15

Minimum Thickness 19 mm

Unless otherwise prescribed,
all weldings in joints shall

be full penetration or double
fillet, wide not less than

the thickness of the members

being connected.

the Regional Waste Management Facility at Thilafushi
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