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GROUND FLOOR ACV LAYOUT
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Notes:

1. All Ceiling surface return air grills and AHU should be

equipped with HEPA filters.

2. Number of Ceiling Surface Air Grills and duct layouts

shall be confirmed from Manufacturers and consultants.

3. Duct size and ceiling surface return and supply grills size

to be confirmed from Suppliers and Manufacturers.

4. VAV box specifications to be confirmed from suppliers

and manufacturers. .

5. Thermostat connection depends on the VAV

specifications.
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Notes:

1. All Ceiling surface return air grills and AHU should be

equipped with HEPA filters.

2. Number of Ceiling Surface Air Grills and duct layouts

shall be confirmed from Manufacturers and consultants.

3. Duct size and ceiling surface return and supply grills size

to be confirmed from Suppliers and Manufacturers.

4. VAV box specifications to be confirmed from suppliers

and manufacturers. .

5. Thermostat connection depends on the VAV

specifications.
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Notes:

1. All Ceiling surface return air grills and AHU should be

equipped with HEPA filters.

2. Number of Ceiling Surface Air Grills and duct layouts

shall be confirmed from Manufacturers and consultants.

3. Duct size and ceiling surface return and supply grills size

to be confirmed from Suppliers and Manufacturers.

4. VAV box specifications to be confirmed from suppliers

and manufacturers. .

5. Thermostat connection depends on the VAV

specifications.
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Variable Air Volume Box
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Notes:

1. All Ceiling surface return air grills and AHU should be

equipped with HEPA filters.

2. Number of Ceiling Surface Air Grills and duct layouts

shall be confirmed from Manufacturers and consultants.

3. Duct size and ceiling surface return and supply grills size

to be confirmed from Suppliers and Manufacturers.

4. VAV box specifications to be confirmed from suppliers

and manufacturers. .

5. Thermostat connection depends on the VAV

specifications.
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Notes: -

- All Twin Sockets At 300mm From F.F.L. Except Laboratory Work Counter

Areas which shall be at 1200mm from F.F.L.

- All Computer, Telephone Points At 300mm From F.F.L.

- All electrical components shall be connected to respective Distribution

Box in the same area as the component

- All electrical components in common areas, corridors and staircase

should be connected to Common Area DB

- Wall Speaker shall be connected to Public address system

- Fume Hood of Bio-safety Cabinet to be installed as per equipment

specification
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Notes: -

- All Twin Sockets At 300mm From F.F.L. Except Laboratory Work Counter

Areas which shall be at 1200mm from F.F.L.

- All Computer, Telephone Points At 300mm From F.F.L.

- All electrical components shall be connected to respective Distribution
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- Wall Speaker shall be connected to Public address system
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Notes: -

- All Twin Sockets At 300mm From F.F.L. Except Laboratory Work Counter

Areas which shall be at 1200mm from F.F.L.

- All Computer, Telephone Points At 300mm From F.F.L.

- All electrical components shall be connected to respective Distribution
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1. ALL DRY RISER PIPES SHOULD BE GALVANIZED, SCHEDULE 40.

2. ALL DRY RISER PIPES SHALL BE PAINTED IN RED AS PER REGULATION.

3. ALL SUPPORT/BRACKET SHALL BE HOT DIPPED GALVANIZED.
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42" To 48" Ceiling Fan
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Ceiling Mounted Exhaust Fan  90m3/hr

Legend

Ceiling Down Light (18W) - Weather Proof

Ceiling Fan Switch With Controller

Ceiling Mount Spot Light (15W)

Weather Proof Wall Light IP55 (12W)

Wall Light - Weather Proof Ip55 (low Level 8W)
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Ceiling Fan Switch With Controller
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GROUND FLOOR PLUMBING LAYOUT
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PIPE FROM MAIN SUPPLY

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

MWSC Meter

16Ø Cold Water Supply To Bib Tap

16Ø Cold Water Supply To Sink Tap

AutoCAD SHX Text
M

AutoCAD SHX Text
M

AutoCAD SHX Text
R



Proposed

Center of Excellence

Client

Ministry of Higher Education

09/12/2021

P (+960) 33 33 528 E info@epoch.associates

W epoch.associates A G.Rosary West 3rd Floor,

Husnuheena Magu, Male’, Maldives

Rev: Page:

Services By

Checked By

Drawn By

Mohamed Rasssam

-

Mohamed Zaidhan

and Fisheries

Ha. Dhidhdhoo

for Food Processing

PL-02

FIRST FLOOR PLUMBING LAYOUT

1:100

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

MWSC Meter

16Ø Cold Water Supply To Bib Tap

16Ø Cold Water Supply To Sink Tap

AutoCAD SHX Text
M



Proposed

Center of Excellence

Client

Ministry of Higher Education

09/12/2021

P (+960) 33 33 528 E info@epoch.associates

W epoch.associates A G.Rosary West 3rd Floor,

Husnuheena Magu, Male’, Maldives

Rev: Page:

Services By

Checked By

Drawn By

Mohamed Rasssam

-

Mohamed Zaidhan

and Fisheries

Ha. Dhidhdhoo

for Food Processing

PL-03

SECOND FLOOR PLUMBING LAYOUT

1:100

100mm Masonary Wall

Drop In Wall

25Ø Cold Water Supply Pipes Running Underground

20Ø Cold Water Supply Pipes Running Above False Ceiling

Rise In Wall

16Ø Cold Water Supply To Bidet Shower

16Ø Cold Water Supply To Cistern

Gate Valve

Legend

16Ø Cold Water Supply To Basin Faucet

20Ø Cold Water Supply Pipes Running In Wall

Notes: -

-All Cold Water Pipes Should Be PVC

-All Hot Water Pipes Should Be PPR

20Ø Cold Water Supply Pipes Running Underground

MWSC Meter

16Ø Cold Water Supply To Bib Tap

16Ø Cold Water Supply To Sink Tap

AutoCAD SHX Text
M



Proposed

Center of Excellence

Client

Ministry of Higher Education

09/12/2021

P (+960) 33 33 528 E info@epoch.associates

W epoch.associates A G.Rosary West 3rd Floor,

Husnuheena Magu, Male’, Maldives

Rev: Page:

Services By

Checked By

Drawn By

Mohamed Rasssam

-

Mohamed Zaidhan

and Fisheries

Ha. Dhidhdhoo

for Food Processing

DR-01

GROUND FLOOR DRAINAGE LAYOUT
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Manhole

Gully Trap
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Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150

-All Floor Drains Should Have 'P' Traps
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110Ø Rainwater Outlet

Bottle Trap for Sink

Rodding Eye

950 x 1300 Grease Trap

82Ø Lab Waste Pipe (CPVC Pipe)
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Notes: -

-All Drainage Pipes Should Have At A Slope Of 1/150
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110Ø Rainwater Outlet

Bottle Trap for Sink

Rodding Eye

950 x 1300 Grease Trap

82Ø Lab Waste Pipe (CPVC Pipe)
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Precast Concrete Grate With 500mm Deep Concrete Drain Trench
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All concrete works below ground and at terrace

level to be treated with waterproofing chemical
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