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THEATER CONTROL PANEL
(INCLUDES TELEPHONE UNIT,FIRE ALARM
STROBE,MEDICAL GAS INDICATOR UNIT)

POWER NOTES

- ALL POWER POINTS CONNECTED TO THE
RESPECTIVE DB
- CONTRACTOR TO PREPARE SHOP DRAWINGS AND
GET APPROVAL FROM CONSULTANT/PROJECT
MANAGER FOR ALL LIGHTS, SWITCHES, DB, PANEL
BOARD, EAC, REQUIRED ISOLATORS, ACV SERVICES
AND OTHER RELEVANT LIGHTING AND POWER POINT
LOCATIONS INCLUDING CONDUITING AND WIRING
AND TO BE VERIFIED AT SITE PRIOR TO
CONSTRUCTION
- CONTRACTOR SHALL BE RESPONSIBLE TO MODIFY,
CHANGE, REROUTE, RELOCATE THE LIGHTING AND
POWER POINTS AS PER THE SITE CONDITIONS AND
SUBMIT SHOP DRAWING FOR APPROVAL PRIOR TO
CONSTRUCTION
- CONTRACTOR SHALL BE RESPONSIBLE TO
PROVIDE ELECTRICAL POWER REQUIREMENTS AND
POWER POINTS FOR MECHANICAL VENTILATION
DEVICES TO ELECTRICAL CONTRACTOR
- OT, RADIOLOGY, ECG/EEG AND SCAN ROOMS'
POWER CONSUMPTION IS IN GENERAL.
CONTRACTOR SHALL BE RESPONSIBLE TO
COORDINATE WITH RELEVANT EQUIPMENT
MANUFACTURERS REGARDING EQUIPMENT POWER
CONSUMPTION.
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SCALE 1:150
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DOOR BELL RECEIVERDBR

TCP
THEATER CONTROL PANEL
(INCLUDES TELEPHONE UNIT,FIRE ALARM
STROBE,MEDICAL GAS INDICATOR UNIT)

POWER NOTES

- ALL POWER POINTS CONNECTED TO THE
RESPECTIVE DB
- CONTRACTOR TO PREPARE SHOP DRAWINGS AND
GET APPROVAL FROM CONSULTANT/PROJECT
MANAGER FOR ALL LIGHTS, SWITCHES, DB, PANEL
BOARD, EAC, REQUIRED ISOLATORS, ACV SERVICES
AND OTHER RELEVANT LIGHTING AND POWER POINT
LOCATIONS INCLUDING CONDUITING AND WIRING
AND TO BE VERIFIED AT SITE PRIOR TO
CONSTRUCTION
- CONTRACTOR SHALL BE RESPONSIBLE TO MODIFY,
CHANGE, REROUTE, RELOCATE THE LIGHTING AND
POWER POINTS AS PER THE SITE CONDITIONS AND
SUBMIT SHOP DRAWING FOR APPROVAL PRIOR TO
CONSTRUCTION
- CONTRACTOR SHALL BE RESPONSIBLE TO
PROVIDE ELECTRICAL POWER REQUIREMENTS AND
POWER POINTS FOR MECHANICAL VENTILATION
DEVICES TO ELECTRICAL CONTRACTOR
- OT, RADIOLOGY, ECG/EEG AND SCAN ROOMS'
POWER CONSUMPTION IS IN GENERAL.
CONTRACTOR SHALL BE RESPONSIBLE TO
COORDINATE WITH RELEVANT EQUIPMENT
MANUFACTURERS REGARDING EQUIPMENT POWER
CONSUMPTION.
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SCALE 1:150
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TERRACE FLOOR POWER PLAN
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POWER NOTES

- ALL POWER POINTS CONNECTED TO THE
RESPECTIVE DB
- CONTRACTOR TO PREPARE SHOP DRAWINGS AND
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AND OTHER RELEVANT LIGHTING AND POWER POINT
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AND TO BE VERIFIED AT SITE PRIOR TO
CONSTRUCTION
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SCALE 1:150
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GROUND FLOOR AC LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).
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VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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SCALE 1:150
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FIRST FLOOR AC LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]
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SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER
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FROM ABOVEF/A
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RETURN AIR DUCT WITH  THERMAL INSULATION
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FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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SCALE 1:150
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TERRACE FLOOR AC LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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SCALE 1:150
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GROUND FLOOR VENTILATION LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv
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SCALE 1:150
0 0.5 1 2 3 4 5

FIRST FLOOR VENTILATION LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT
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 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]
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WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated
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SCALE 1:150
0.50 31 2 4

TERRACE FLOOR VENTILATION LAYOUT
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Outdoor Unit
Air cooled VRF / VRV system working in R410A / R -407C or equivalent refrigerant. The
system shall be suitable to operate on 3 phase, 380-415 V, 50Hz AC power supply & shall
comprises with multiple no’s of inverter, digital scroll/screw compressors, air cooled
condenser fan with motor, microprocessor control panel, starter controls for all scroll
compressors and condenser fan motors along with internal control and power wiring, cooling
coil with internally interconnected refrigerant pipes, charging port and all other required
accessories, & hardware’s. The entire unit shall be with weather resistant powder coating paint
for withstanding all ambient conditions for continuous outdoor operation

Indoor unit
Air Conditioning Units suitable for mounting inside false ceiling/wall hang, each comprising of
cooling coil, blower with motor, electronic expansion valve,, filter, insulated connection of
refrigerant circuit, provision for fresh air intake ducting, condensate water drain pump with
electronic level sensor, including wireless remote controller etc

SPECIFICATION FOR VRF/VRV

Air Handling Unit  (DX type)
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8)  and fine filters (MERV 13 ).

REFRIGERANT PIPES WITH INSULATION

ACV LEGEND & ABBREVIATION

CEILING MOUNTED EXHAUST FAN

AIR HANDLING UNIT

OUTDOOR UNIT [SIDE DISCHARGE]

AHU

ODU

AC DRAIN PIPES WITH INSULATION

WALL MOUNTED UNIT

CASSETTE UNIT

SUPPLY AIR DUCT WITH  THERMAL INSULATION

SUPPLY AIR DIFFUSER WITH DAMPER

RETURN AIR DIFFUSER WITH DAMPER

EXHAUST AIR GRILL

TO BELOWT/B

TO ABOVET/A

FROM ABOVEF/A

FROM BELOWF/B

RETURN AIR DUCT WITH  THERMAL INSULATION

EXHAUST AIR DUCT

FRESH AIR DUCT

AIR HANDLING UNITAHU

TREATED FRESH AIR HANDLING UNITTFA

OUTDOOR UNIT [TOP DISCHARGE]

 FRESH AIR/EXHAUST AIR FAN [DUCT IN LINE ]

OUT DOOR UNITODU

WALL MOUNTED  FAN

VOLUME CONTROL DAMPER

150MM WIDTH SUPPLY AND RETURN AIR GRILL

Air Handling Unit  (DX type) for OT,NICU, Labour room,Sterile Areas and Accidents and
Emergencies-
AHU having GI double skin (0.6/0.8 mm thick ) sandwich panel ( PU injected foam with 45 mm
thick, minimum density 40-50 kg/cu.m) with thermal break aluminium profile and heavy duty
unit base. Air Handling Units complete with, dx coil (copper ), motor, SISW/DIDW  fan, pre
filter (MERV 7/8) , fine filters (MERV 13 ) and HEPA Filter[H14]

-Acoustic insulation to be provided for duct with minimum 3Sqm from each AHU unit except OT
and CSSD areas AHUs

-All ceiling suspended unit to be provided with anti vibration hangers spring type

-Canvas connection to be provided between indoor unit and duct

-Proper access for easy maintenance to be provided as recommended by the manufacturer
 of AC equipment above false ceiling

-Aluminium cladding to be provided over the insulation for the exposed duct and pipe works

NOTE

-Contractor shall be responsible to modify,change,reroute,re locate as per the site condition
 and submit shop drawing for approval

-Air outlet location and size shall be adjusted to suit reflected ceiling drawing,or site condition

-Air outlet shall be completely factory aluminium extruded with powder coated and the
  colour shall be the approval of the interior design

-The AC unit shall be suitable for operation under tropical condition with ambient temperature and
  relative humidity

-Contractor to be provided detailed shop drawings before starting works

-Contractor shall be responsible to provide electrical power requirements to electrical contractor

-GI Ducting/Pre insulated dcut for common areas and AL Ducting for OTs ,CSSD and sterile
areas

-Contractor shall be responsible for coordination of all other services

-Louver with bird screen to be provided  for all the fresh air and exhaust air duct

-Kitchen hood exhaust should be provided in the kitchen areas

-Contractor shall be responsible to calculating the static pressure for AHU/Exhaust air fan

-The minimum Energy Efficient Ratio [EER] value for AC Should be 3.5 [KW/KW]

-All ACV equipment should be anti corrosive coated
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SCALE 1:150
0 0.5 1 2 3 4 5

FIRST FLOOR PLUMBING LAYOUT
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SCALE 1:150
32 4 50.5 10

GROUND FLOOR STORM LAYOUT

D
IR

TY
 U

TI
LI

TY fo
ot

w
ea

r

ST
O

R
AG

E

5,
30

0

F
W

D
IR

TY
 U

TI
LI

TY

C
LE

AN
 U

TI
LI

TY

D
IR

TY
 U

TI
LI

TY
M

ED
IC

IN
E 

ST
O

R
E

V3

DRIVERS LOUNGE
V2

BED RM
LIVING

LIVING
D2

UP

V2
W4

D1

Toilet
W2a

CONSULTATION
W4

F

E1
D2

V1 V3 V1 V3 V1

W

D2
D1

Toilet
D2

D2
D1

Toilet

V2

BED RM BED RM

V2

V3 V3 V3 V3

TD3

PROCEDURE
TD3

W2a
TRIAGE

TREATMENT

S-02
A.04.1

AD1

PD2

G2RESUCITATION

TD3

TOILET
ER WAITING

AD1 TOILET
PD1

GARAGE
TD2

CRITICAL CARE

AD1 TD2

TD7

OBSERVATION/NURSE STN
AD7

TD1

W4

WORKSHOP W2b

RS1 W4b

TD2

CRITICAL CARE

W1

SF2

GEN STORES
TD7

W4
AD3

TD4
AD3

CLEAN UTILITY
PHARMACY

PD3

EQP STORE
SF3a TD4

JANITORS

ARRIVAL & WAITING
STORAGE

Circulation & Access

W3 GEN MED
TD3

RECEPTION LABORATORY
MEDICAL STORE

OPD WAITING
TD2

W3

GEN MED
TD3

TD4
CLEAN UTILITY

NURSE STN
W3 GEN MED

TD4

TD3

W3

GEN MED
TREATMENT RM

TD3

TD3 Dr. LOUNGE

SF2

W3 GEN MED
TD3

W2c

W3

OUTREACH
TD3

TD5

DOWN PD2

PD2

PLAY AREA
LOCKERS

TD5

TD3 TD3 PD2 PD2 TD3

TD3

HOLDING
TD1

PD2

W3 VACCINATION

HEALTH ED
TD3

TD9

TD3

W3

PUBLIC HEALTH
TD3

POST OP
THEATRE

TD3
UNIT HEAD

W3
PD2

SERVICESDIRTY UTILITY

TD5

TD2

UPS/UPS BATTERY/ELECTRICAL

TD4

TD5 TD5
SF3

ANAESTHETIC
DIRTY UTILITY

TD5

AD4 TD2 TD5

AD6

PD2

TD3 TD3 TD3

FLUE CLINIC ANTE RMTOILETCHANGINGCHANGINGCHANGING
PD2

AD6

G1

STERILE PREP
TD5

TD4
CLEAN UTILITY TOILET PD2 RECEPTION

AD6

AIR/GAS SUPPLY TD3 TOILET
ANTE RM

AD6

TD1

CONSULTATION
TREATMENT

COUNSELING
WASHING BIRTHING

TD3 TD3

TD3

PANTRY
AD5a

DON

AD5a

TD3 TD5 TD5

PANTRY

TD3 ANTE RMANTE RM TD3

SCRUB
FEEDING RM EQUIPMENTMEDICAL PRE OP GEN STORE

PD3
PD1

PD2

PD1
ISOLATION 1

PD1

DOFF AD5a AD5a DOFF

TOILET
AD6

AD5a AD5a

TD4

AD5

NURSE STN

AD5

PD2

GENTS
PD1

ANTE RM access
controlled

door
AD6

PREP

TD4

TD4

PD2

CHANGING CHANGING
PD2

Trolley
Exchange

TD2

Nurse Stn

NURSE STN

LADIES
AD5

PD2

ANTE RM
NURSE STN ANTE RM

AD5

PD2

PD1 AD5 AD5 AD6 PD1

ISOLATION 2
TD1 TD1 PD1 PD1 AD6

CLEAN UTILITY
TD4

SUSPECTED ISOLATION

W3
TD3

W3 W3

TD3 SECURITY

PREP
TD4 TD4

MEDICINE STORE

PROCEDURE

AD2

TD3

STORES

PD2

POOL /
WATER

FEATURE

LD1

JANITOR
PD2

G1

PD2

X-RAY

W2c gen waste Autoclave equip. wash

TD2

TD2

sample collection
TD2

TD2

MED WASTE W1b

LD1

TD2 TD2 TD2

STERILE STORE
TD4

ECG/EEG
glass waste

infected
waste

infected
plastic

PREPARATION
PD2 TD2

TD4
cleanDIRTY UTILITY

PD2

TD3

TOILET
TD5 LAUNDRY TD5

W2b
soiled

TD5

TD4

W2b

W4b

STAFF LOUNGE
W1

10.00 %

10.00 %

UP

DOWN

C7 250X350 C7 250X350C7 250X350 C7 250X350C7 250X350C7 250X350C7 250X350

C7 250X350 C7 250X350C7 250X350 C7 250X350C7 250X350C7 250X350C7 250X350

C7 250X300
C7 250X300

C7 250X300
C7 250X300

C7 250X300
C7 250X300

C7 250X300

C7 250X300

C7 250X300

C7 250X300

C7 250X300

C7 250X300

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: Ground Floor 
Storm Layout

ST01 /03



SCALE 1:150
0 0.5 1 2 3 4 5

FIRST FLOOR STORM LAYOUT

F
W

V3
D1

V2

BED RM

LIVING
LIVING

D2

V2
D2

D1

Toilet

F

D2

V1 V3 V1 V3 V1

W

D1

Toilet

D2
D2

D1

Toilet

V2

BED RM BED RM

V2

V3 V3 V3
D1

V3

AD8 W3

W3

CONFERENCE

AD8

W3

STAFF RM

PD2

W3
TD2

TOILETS
PD2

PD2

TOILETS
W1

TD2

ADMINISTRATOR

OFFICE
W3

W3

IT RM

W3
W3

TD2

TD2

AD4 UPS/BATTERY/ELECTRICAL
W3

W3
ROOF GARDEN

LABORATORY
W3

TD8 VACCINE STORE
W3

W3
TD2

TD2
W3

TD7

RECEPTION GEN STORE

PLEBOTOMY

TD2 MEDICAL STORE TD2

W3

MEDICAL RECORDS

W3

TD2 ADMINISTRATOR

PD1 TREATMENT
TD2

SF1a

DIRTY UTILITY

TD5

TD8

PD1
TD7

SF2

TD3

MALE WARD

TD2

SF2

AHU/SERVICES

AD2

PREPARATION
TD4

TD5

DIRTY UTILITY

STAFF LOUNGE

AD8
PD2

TD2 VISITORS
CLEAN UTILITY

AD5
TD4

Circulation & Access
TD8

STORE
SF1b

TD4

MEDICINES

PRIVATE RM PD1
TD2

AD8

EQP RM

VISITORS
TD6

TD4

CLEAN UTILITY

TD6 TD6 TD6

PD2

PD1

LADIES
W3

PD1

PRIVATE RM
PD1

PRIVATE RM PRIVATE RM PD1

O1

O1

PD2

PRAYER RM2 PRAYER RM1
W3

GENTS
PD2

PREPARATION
GYNAE WARD

TD4

STAFF LOUNGE
MEDICINES

FEMALE WARD PEDIATRIC WARD

PD1

PD1 PD1 PD1 PD1 PD1 PD1

TD2 TD4

TD4 SERVICES RM

ROOF GARDEN

TD4

TD4

JANITORS
DOWN

DIRTY UTILITY NURSE STN

PD2 TD5

TD5

W1

CLEAN UTILITY

TD8
AD5

SF1b

EQP RM

TD4 TD3

NURSE STN NICU

TREATMENT
TD3

W1

TD5

SF4 SF4

NURSE STN

AD8 AD8 AD8 W2 W2 SF2 W1 SF1 W1 SF1a SF2

10.00 %

UP

F

C6 400mm Ø

C6 400mm Ø

C6 400mm Ø C6 400mm Ø

C6 400mm Ø

C6 400mm Ø

C6 400mm Ø

C6 400mm Ø

C1 350X350

C1 350X350 C1 350X350

C1 350X350 C1 350X350 C1 350X350

C1 350X350C1 350X350C1 350X350C1 350X350C1 350X350

C1 350X350 C1 350X350 C1 350X350

C3 350X350

C3 350X350 C3 350X350

C3 350X350C3 350X350

C3 350X350 C3 350X350 C3 350X350 C3 350X350 C3 350X350 C3 350X350 C3 350X350

C3 350X350

C3 350X350 C3 350X350 C3 350X350 C3 350X350 C3 350X350

C3 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350 C4 350X350 C4 350X350 C4 350X350 C4 350X350 C4 350X350

C4 350X350

C3 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C4 350X350

C3 350X350

C3 350X350

C3 350X350

C3 350X350

C2 375X375

C3 350X350

C1 350X350

C1 350X350

C1 350X350

C1 350X350

C7 250X350 C7 250X350C7 250X350 C7 250X350C7 250X350C7 250X350C7 250X350

C7 250X350 C7 250X350C7 250X350 C7 250X350C7 250X350C7 250X350C7 250X350

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: First Floor 
Storm Layout

ST-02 /03



TD2

TD2

SERVICES RM

SCALE 1:150
0.50 31 2 4

TERRACE FLOOR STORM LAYOUT

SOLAR PANELS

ROOF GARDEN

SOLAR PANELS

TD2

TD2

SERVICES RM
SOLAR PANELS

S-02
A.04.1  RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: Terrace Floor 
Storm Layout

ST-03 /03



SCALE 1:150
32 4 50.5 10

GROUND FLOOR LIGHTING
PROTECTION LAYOUT

6,
00

0
6,

00
0

3,
00

0
3,

00
0

3,
00

0
3,

00
0

6,
00

0
6,

00
0

D
IR

TY
 U

TI
LI

TY fo
ot

w
ea

r

ST
O

R
AG

E

5,
30

0

F
W

D
IR

TY
 U

TI
LI

TY

C
LE

AN
 U

TI
LI

TY

D
IR

TY
 U

TI
LI

TY
M

ED
IC

IN
E 

ST
O

R
E

6,
00

0
6,

00
0

3,
00

0

6,
55

0
5,

00
0

4,
00

0
2,

55
0

4,
15

0

E2
DRIVERS LOUNGE C4 D1

BED RM

LIVING
LIVING

UP

Toilet
C3

CONSULTATION

D2
F

E1
W

Toilet Toilet

BED RM BED RM

PROCEDURE

C2 TRIAGE
TREATMENT

RESUCITATION

D3

TOILET D4ER WAITING

TOILET

GARAGE

CRITICAL CARE

D5

OBSERVATION/NURSE STN
WORKSHOP

RS1

CRITICAL CARE
H6

H5

H4

SF2

D6
GEN STORES

TD7

AD3

B9

CLEAN UTILITY
PHARMACY

EQP STORE

JANITORS

ARRIVAL & WAITING

STORAGE
H2

B8

Circulation & Access

GEN MED RECEPTION
LABORATORY

MEDICAL STORE

OPD WAITING

GEN MED

B7

CLEAN UTILITY

NURSE STN
GEN MED

B6

GEN MED
TREATMENT RM

B5

Dr. LOUNGE

GEN MED

B4

OUTREACH

B3

DOWN

PLAY AREA
LOCKERS

HOLDING

VACCINATION

HEALTH ED

B2

PUBLIC HEALTH

POST OP

UNIT HEAD

SERVICES DIRTY UTILITY

B1

UPS/UPS BATTERY/ELECTRICAL

ANAESTHETIC
DIRTY UTILITY

FLUE CLINIC ANTE RM TOILET CHANGING
CHANGING

CHANGING

B1

G1

6,000

A1 A2

6,000

A3 A.04.1 A4 A5 A6 A7 A8 A9 A10 A11

3,000 6,000 6,000 6,000 6,000 6,000 6,000 6,000

STERILE PREP CLEAN UTILITY TOILET RECEPTION

MED./GAS SUPPLY

TOILET

ANTE RM

CONSULTATION
TREATMENT

COUNSELING
WASHING BIRTHING PANTRY

DON

PANTRY

ANTE RM ANTE RM

SCRUB
FEEDING RM EQUIPMENT MEDICAL PRE OP GEN STORE

ISOLATION 1

DOFF DOFF

TOILET NURSE STN

B2

GENTS

ANTE RM access
controlled

door
PREP

CHANGING CHANGING

Trolley
Exchange Nurse Stn

NURSE STN

LADIES

ANTE RM
NURSE STN ANTE RM

ISOLATION 2 CLEAN UTILITY

SUSPECTED ISOLATION
B3

B4

SECURITY

PREP
MEDICINE STORE

PROCEDURE

STORES POOL /
WATER

FEATURE
J1 J2

LD1 6,000

JANITOR G1

X-RAY

H1

gen waste Autoclave equip. wash

sample collection MED WASTE

STERILE STORE

ECG/EEG
D8 glass waste

infected
waste

infected
plastic

PREPARATION

clean
DIRTY UTILITY

TOILET

LAUNDRY

soiled

D7

STAFF LOUNGE
H3

10.00 %

10.00 %

UP

DOWN

6,000

6,000

6,000

6,000

6,000

6,000

6,000

6,0
00

6,0
00

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

CU. ROD 3M
ARRESTOR EARTHING

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

CU. ROD 3M
ARRESTOR EARTHING

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

CU. ROD 3M
ARRESTOR EARTHING

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

CU. ROD 3M
ARRESTOR EARTHING

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

CU. ROD 3M
ARRESTOR EARTHING

CU. ROD 3M
ARRESTOR EARTHING

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: Ground Floor 
Lighting Protection Layout

LP-01 /03



SCALE 1:150
0 0.5 1 2 3 4 5

TERRACE FLOOR LIGHTING
PROTECTION LAYOUT

6,
00

0
6,

00
0

3,
00

0
3,

00
0

3,
00

0
3,

00
0

6,
00

0
6,

00
0

5,
30

0

6,
00

0
6,

00
0

3,
00

0

6,
55

0
5,

00
0

4,
00

0
2,

55
0

4,
15

0

E2
C4 D1

C3 D2

E1

C2 D3

D4
H6

D5 H5

H4

D6

B9
H3

D7

H2

B8

ROOF GARDEN

D8

B7 H1

B6

B5

B4 B4

SOLAR PANELS

B3 B3

SOLAR PANELS

B2 B2

B1 B1

6,000

A1 A2

6,000

A3 A.04.1 A4 A5 A6 A7 A8 A9 A10 A11

3,000 6,000 6,000 6,000 6,000 6,000 6,000 6,000

6,000

6,000

6,000

6,000

6,000

6,000

6,000

6,0
00

6,0
00

ROOM FOR AGSS VAC. PUMPS

INDELEC S 40 ATTESTOR
RADIUS OF PROTECTION 58 M
DEGREE OF PROTECTION LEVEL 1

25mmx3mm CU TAPE
CLAMPED TO UPPER ROOF SLAB

DOWN CONDUCTOR FROM ARRESTOR DROP
TO LOWER ROOF 25mmx3mm CU TAPE

25
m

m
x3

m
m

 C
U

 T
AP

E
CL

AM
PE

D 
TO

 P
AR

AP
ET

 W
AL

L

25
m

m
x3

m
m

 C
U

 T
AP

E
CL

AM
PE

D 
TO

 P
AR

AP
ET

 W
AL

L

25
mmx3

mm C
U T

AP
E

CL
AM

PE
D 

TO
 PA

RA
PE

T 
WAL

L

25
mmx3

mm C
U T

AP
E

CL
AM

PE
D 

TO
 PA

RA
PE

T 
WAL

L

25mmx3mm CU TAPE

CLAMPED TO PARAPET WALL

25mmx3mm CU TAPE

CLAMPED TO PARAPET WALL

25
mmx3

mm C
U T

AP
E

CL
AM

PE
D 

TO
 PA

RA
PE

T 
WAL

L

CLAMPED TO UPPER PARAPET WALL

25mmx3mm CU TAPE

CLAMPED TO UPPER PARAPET WALL

25mmx3mm CU TAPE

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

25mmx3mm CU TAPE
DOWN CONDUCTOR TO EARTH PIT

DOWN CONDUCTOR FROM ARRESTOR DROP
TO LOWER ROOF 25mmx3mm CU TAPE

25mmx3mm CU TAPE
CLAMPED TO UPPER ROOF SLAB

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: Terrace Floor 
Lighting Protection Layout

LP-02 /03



SCALE 1:150
0.50 31 2 4

LIGHTING PROTECTION LAYOUT
NOTES

 RIYAN PRIVATE LIMITED

t : +9603315049   f : +9603310776
e : info@riyan.com.mv
w : www.riyan.com.mv

3rd floor, H. Azum, Ameeneemagu, Male'

Ho
sp

ita
l D

es
ign

Cl
ien

t: M
ini

str
y o

f H
ea

lth
Pr

oje
ct 

Nu
m

be
r: 

R2
23

87
M

OH
Da

te:
 O

cto
be

r 2
02

2
Ar

ch
ite

ct 
: Z

un
ab

ath
 A

bd
ul 

Ma
jid

En
gin

ee
r :

Se
rvi

ce
s :

 N
ith

ee
sh

 Ka
rm

el 
Pu

na
rja

n,
Ibr

ah
im

 M
oh

am
ed

 Ev
an

,
Sa

rav
an

ara
j S

un
dh

ara
lin

ga
m 

& 
Ma

rk 
Ke

nn
 Br

ito
Th

e c
on

te
nt

s o
f t

he
se

 d
ra

wi
ng

s r
em

ain
 as

 a 
pr

op
er

ty 
of

 R
iya

n P
riv

ate
 Li

m
ite

d. 
An

y u
se

 o
th

er
 th

at 
th

os
e e

xp
re

ssl
y s

tat
ed

 is
 a 

vio
lat

ion
 o

f t
his

 co
py

rig
ht

Re
v n

o
Da

te
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-
--

---
---

---
---

-

Page:

Title: Lighting Protection Notes 

LP-03 /03


	Sheets and Views
	221004_MoHDP_Hospital Design_M&E-C
	221004_MoHDP_Hospital Design_M&E-CC
	221004_MoHDP_Hospital Design_M&E-EL01
	221004_MoHDP_Hospital Design_M&E-EL02
	221004_MoHDP_Hospital Design_M&E-EL03
	221004_MoHDP_Hospital Design_M&E-EP01
	221004_MoHDP_Hospital Design_M&E-EP02
	221004_MoHDP_Hospital Design_M&E-EP03
	221004_MoHDP_Hospital Design_M&E-AC01
	221004_MoHDP_Hospital Design_M&E-AC02
	221004_MoHDP_Hospital Design_M&E-AC03
	221004_MoHDP_Hospital Design_M&E-V01
	221004_MoHDP_Hospital Design_M&E-V02
	221004_MoHDP_Hospital Design_M&E-V03
	221004_MoHDP_Hospital Design_M&E-PL01
	221004_MoHDP_Hospital Design_M&E-PL02
	221004_MoHDP_Hospital Design_M&E-DR01
	221004_MoHDP_Hospital Design_M&E-DR02
	221004_MoHDP_Hospital Design_M&E-DR03
	221004_MoHDP_Hospital Design_M&E-ST01
	221004_MoHDP_Hospital Design_M&E-ST02
	221004_MoHDP_Hospital Design_M&E-ST03
	221004_MoHDP_Hospital Design_M&E-LP01
	221004_MoHDP_Hospital Design_M&E-LP02
	221004_MoHDP_Hospital Design_M&E-LP03
	Sheets and Views
	221004_MoHDP_Hospital Design_M&E-V01
	221004_MoHDP_Hospital Design_M&E-V02
	221004_MoHDP_Hospital Design_M&E-V03



