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MILITARY ENGINEERS
MALDIVES NATIONAL DEFENCE FORCE
MALE' REPUBLIC OF MALDIVES

BILL OF QUANTITIES

PROJECT REMAINING WORKS OF TWO STOREY FIRE STATION
Location GDh.Thinadhoo

Republic of Maldives

Client Maldives National Defence Force
Male'

Section‐01 PRELIMINARIES Price Amount

The Preliminary items set out herewith are deemed applicable to the whole of
the works as shown on the drawings or as described in this bill of quantities.

Site

The proposed site at GDh.Thinadhoo, Republic of Maldives, shall deemed to have
been visited prior to the execution of the work. The contractor shall thoroughly
acquainted himself with location, facilities of access, soil conditions therein in
requirement of any temporary works, levels and extent of water to dealt with,
local conditions as to supply of labour, materials, services, existing nearby 
structures and other site conditions which may affect their pricing. No claim
shall be allowed on the ground of ignorance of the conditions under which
work will be executed.

Units of Measurements

The quantities and dimensions represented in this bill of quantities are in Metric

and whenever any imperial dimension required, shall comply with the nearest
metric equivalent. The contractor shall forthwith give notice to the Engineer of 
any materials cannot be supplied in metric sizes given and prior approval shall
be obtained. The contractor shall note that extra costs, expenses and time 
involved in pursuant to this condition shall, be borne solely by him.

Scope and General Description of Works

1) Site Preparation
2) Foundation Works
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Section‐01 PRELIMINARIES Price Amount

3) Building Works;

Excavation on orignal denser area inclusive of taking out loose stumps, boulders etc.

replacing loud and consolidation by compaction machine.

This project comprises of the remaining construction and finishing works required for the 
completion of the two storey firestation. All work done must adhere to manufacturer's 
instruction. 

The contractor shall carry out the works in such order as directed by the engineer. The 
contractor shall not be entitled to claim any expensess in any case the engineer‐ may direct 
to reorganize his work force so as to complete the project within the contract period.

Bill of Quantities
The bill of quantities have been measured net with no allowance for wastage and
increase in bulk during construction. The rates set down by the contractor in each
items will be held to include for the provision of all labour, materials, conveyance
and delivery, unloading, storing, cutting and waste of materials, hoisting, setting
and fixing in position, use of all tools, plant and machinery, all duties and taxes
where applicable, established charges and profit and all other labour necessary 
for the due and proper completion of each item.

All the quantities are taken absolutely nett and are firm except where described as
"Provisional". Only provisional quantities and variations will be measured and 
valued in accordance with the conditions of the contract. The owner will not be
liable in connection with the measurement of the addtional works, extra or ommi‐
ssions and variation from the contract. 
Provisional Quantities and sum shall be used as directed and deducted fully or in
part if not required. The owner reserve the right to ammend any rates which are 
found unreasonable with the concurrence of the Contractor and the ammended

rates shall be used for measuring variations. Any error or ommision in the rates
and calculations of the contractor in the Bill of Quantities submitted by him shall
before the signing hereof, be so rectified and adjusted that when correctly calcul‐
ated , the total amount shall represent the same amount as that entered by the
Contractor on the form of transfer.
The nett aggregate amount or errors whether a net deduction or addition, will be
calculated as a percentage of the corrected total of the Bill of Quantities and all
unit rates throughout the Bill of Quantities shall be subjected to such adjustment.

Provided always that Provisional or Prime Costs Sum shall be excluded from the
calculation and shall not be subjected to such percentage adjustment. 
Whenever the item "allow" is used in the Bill of Quantities, the item shall be at 
the Contractor's sole risk.
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Section‐01 PRELIMINARIES Price Amount

Drawing

The drawings used in the preparation of these Bills of Quantities shall not be 
taken as final and are not to be considered as ommiting or extending the 
amount of work to be executed or materials to be supplied from time to time as
construction progresses or as the Contractor request after giving notice in writing
the minimum 2‐weeks in advance to the Engineer. The scope or extent of the
works or materials to be supplied are to be ascertainedfrom the construction 
drawings. The Contractor shall be deemed to have examined the drawings prior
to submission of tenders, no claim for extras consequent upon non‐examination

of the drawings will be considered. Upon the award of the contract and from to 
time thereafter the contractor shall submit to the Engineer a schedule of
"Request for Information" stating the information required to the date such info‐
rmation is due. Provided that any request for information shall have been given
to the Engineer at least 2‐weeks before such information is due.

Discrepancies in Drawings
The Contractor shall be responsible for checking all drawings issued to him &
if he finds discrepancies in the drawings he shall, before proceeding with the 
works, inform the Engineer of such discrepancies and the Engineer's ruling 
shall be taken as final. Before commencing work, the Contractor shall check 
all details and dimension shown in the construction drawing sufficiently well
ahead of physical construction and in the event of any discrepancy, shall 
immediately notify the Engineer and obtain the necessary construction on the
correct detail and dimension to be followed. No claim by the Contractor for any
extra costs incurrred as a result of discrepancies in drawings will be ascertained
if he fails to inform the Engineer of such discrepancies before proceeding with
the works.  

Sufficiency of Contract Documents

Provide, erect, maintain and remove on completion all requisite scaffolding,hoist,
tackle, implement, plant and apparatus as required by all trades as are necess‐
ary for the execution of the work. All mechanical plant used by the Contractor
shall be of such type, size and method of working suitable to the type & nature
of the works and site conditions where the works are to be executed. If, in the
opinion of the Engineer, the plant used is not suitable, he may advise the Con‐
tractor to change the plant or method of executing the work. The Contractor 
however have no cause for claim against the owner on account of complying with
any of the Engineer's instruction in this matter.
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Setting Out
The Contractor shall be responsible for and shall entirely at his own cost amend

any errors arising from his own inaccurate setting out.

Employment of Workmen

The Contractor shall be solely responsible for the recruitment and employment of
labour and staff necessary for the due execution of the works. He shall be respo‐
nsible for ensuring that all labour and staff recruited and employed by him would 
act in conformity with laws and regulations of the Republic of Maldives and order
given by the relevant authorities, respect the religion, customs and practices of
the Government and the people of Maldives.

Foreman and Assistance
The Contractor shall appoint a Site Agent to provide all necessary superintendence
over the whole site operation for the whole duration of the contract and as long
thereafter as the Engineer may consider necessary for the proper fulfillment of the
Contractor's obligations under the contract. He must be competent in English and
a qualified member of the professional group ( Engineer, Architect or Quantity Su‐
veyor) having comprehensive theoritical background, suitable qualifications and 
relevant experience approved by the Engineer.
The Site Agent must be constantly on the works and shall devote the whole of his
time to the superintending. Should the Engineer find him unsuitable for any reason
whatsoever, the Contractor shall as soon as practicable after receiving such writt‐
en notice from the Engineer, remove the agent from the site and shall thereafter
employ another to the approval of the Engineer.

Wages Books and Time Sheets
The Contractor shall keep and shall cause his sub‐contractors and nominated sub‐
contractors to keep wages books and time sheets showing wages paid to and the
time worked, for the performance of this contract.

Sub‐ Letting and Assignment

Where the Contractor proposes to sub‐contract any portion of the work, the written
consent of the Engineer shall not be given where the proposed sub‐contractor is 
not himself a contractor registered with the Public Work Ministry in the class eligi‐
ble for similar work up to the value of the proposed sub‐contract work unless othe‐
rwise specified herein.

Responsibilities of Contractor for Nominated Sub‐Contractor.
The Contractor shall be fully responsible for all sub‐contractors and any delays or

Page 4 of 9



Section‐01 PRELIMINARIES Price Amount

damage thereby occasioned and shall be responsible for the supervision and ad‐
ministration of all sub‐contracts in accordance with the conditions of the contract
and shall be required to arrange for the execution of the schedule of work with
each of the nominated contractor. The schedule shall be subject to the approval
of the Engineer.

Maintenance Gang
The Contractor shall be required to station a Maintenance Gang, to the approval
of the owner, on site or the duration of defect liability period of 12 months com‐
mencing from the practical completion of the works as certified by the Engineer
for the making good of any defects, shrinkages or other faults which may appear
during the Defect Liability Period.

Defect Liability Period
12 months

Inspection and testing of concrete works
The contractor shall be responsible for arrangement for the early inspection of 
form works, reinforcement etc before all commencing individual works. 

Claims for Progress Payment

The Contractor shall submit priced detailed statements in support of his claims

for progress payments and there shall be lodged with the Engineer with copies
to the owner not later than seven ( 7 ) days before the progress payments are 
due. Such detailed statement in support of the claims for progress payments

shall include:
1) The total value of work executed arranged by trades or elements.

2) The total value of materials delivered to site supported by vouchers.

Protection of Existing Public and Private Services
The contractor must make every effort to check and verify the existence and dis‐
cover all underground cables in and around the site. Any breakages of electrical
cables, water services, sewere, telephone cables, etc. due to the execution of
works will be at sole risk and expense of the contractor; such risk is to be exte‐
nded to include any penalty or fine which the appropriate authority deems fit to
impose.

Silting

The Contracter shall deemed to have visited the site and to have ascertained the
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extent of desalting to be done to the existing monsoon drains so as to keep all
the drains free of mud and other obstruction before commencement of work.

Permits Licenses
The contractor shall allow for and obtain all necessary permits and licenses, etc.
required from the relevant authorities in connection with the carrying out of the
works and pay all fees and royalties.

Damage to Existing Structures, Buildings, Road, Culverts
The Contractor shall arrange for the conveyance of his materials, plants, carryi‐
ng out of the works, etc. so as to cause minimum damage to the existing stru‐
ctures, buildings, roads, culverts, drains, footpath etc. He shall be held respon‐
sible for any damage caused by his carriers or workmen to any of these from
whatsoever cause arising and shall maintain, repair and reinstate same to their
original conditions to the satisfaction of the Engineer or alternatively shall bear  
the cost if such maintenance and reinstatement as a deduction from monies

due or to become due to the Contractor under this contract.

Invoices, Receipts, Etc.
The Contractor shall at all time give every resonable assistance to the Engineer.
When requested the Contractor shall produce for inspection/retention all times

sheets, delivery notes, invoices, receipts, tests certificates and such other vou‐
chers and records as the Engineer may required in the connection with the con‐
tract in the preparation of the final account.

Shop Drawings
The Contractor shall provide and shall cause all sub‐contractors to provide the
Engineer with full, complete and sufficient shop drawings for any structural works
mechanical and power equiptment, other services, aluminum and glazing works
water proofing system etc. and all other specialized work and services as requi‐
red in accordance with this contract. Such drawings shall be submitted in ample

time for checking and for resubmission for any amendment. No works shall be 
carried out until the relevant shop drawings have been approve by the Engineer.

As Built Drawings and Operating and Maintenance Instructions
The Contractor shall prepare, agree and supply the Engineer with drawing as spe‐
cified for recording " As Built " all works and services installed or complete and
there locations. The Contractor shall supply the original together with four sets of
all as built drawings. All as built drawings and operating instructions for the various
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mechanical and electrical services installed are to be submitted to the Engineer 
with in three months before the completion of the project.

Avoiding Nuisance
The Contractor shall carry out the works in such manner to cause as little incon‐
venience of nuisance to persons in neighboring properties and to the public. He
shall not obstruct as far as possible, the normal right of way of the users of the 
public roads and where this is necessary and avoidable, he shall provide barriers
roads signs, warning lights etc. required for proper traffic control including getting
the necessary permits from the Police Department and other Local Authorities and
paying all fees in connection herewith.

Fire Prevention and Fire Fighting Facilities
The Contractor shall be responsible for providing fire prevention and fire facilities at
site. 

Safety on Site
The Contractor is to provide and maintain suitable welfare, safety measures and 
aminities which or by virtue of the provisions of any enacment or regulation of the
working rules of any industry the contractor is required to provide for his working
people on site and also to authorized visitors to the site. The Contractor's responsi‐
bilities and liabilities whether under the foregoing or any other provisions of the 
contract, shall not in any way be neglected reduce or limited by reason of instruc‐
tion, variation order, approval advise given by the Engineer or by any Public or other
Authorities.

Plant and Machinery

The Contractor shall provide all necessary temporary plant and machineries to ensure
smooth running of the job and to achieve the accepted date of completion, maintain

them during the currency of the contract and remove at completion of the work. The
Contractor shall from time to time during the construction stage, provide the Engineer
with up to date lists of all the mechanical plant on site such list are to be signed and
date. Unserviceable plant shall be removed expeditiously from the site.

Water

The Contractor shall provide at his own cost including temporary plumbing 
and for storage all water required (including water required by nominated sub‐cont‐
ractor) for them in the work and shall pay all outstanding in connection therewith.All
water shall be fresh ,clean and pure. On completion ,clear away all temporary plum‐
bing and water tank,etc.
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Protecting the Works

The Contractor shall be responsible for protecting the whole of the works including
those of sub‐contractor until they are handed over to the employer. He shall take
necessary measures to safeguard the works, materials and plant against damage

and thief and shall indemnify the employer against any loss, theft or damage.

Temporary Buildings and Site Office
The Contractor shall provide, maintain and shift as may be necessary during the prog‐
ress of the works, the following temporary buildings and services at a position to be
directed by the Engineer, remove on completion of the works and pay all charges in
connection therewith unless otherwise directed by the Engineer.

Signboard

The Contractor shall allow for the erection maintenance and removal of timber sign‐
board of not less than 10' x 15' high as approved by the Engineer. It shall be erected
on the approved position and pay all charges in connection therewith.

Testing

The Contractor shall at his own expense provide such instruments, apparatus machine,

assistance and labour as are normally required or stipulated in this contract for exam‐
ining, measuring and testing any work and the quality, weight or quantity of any 
materials used or to be used or workmanship attained or to be attained. Allow for
materials or work samples to be submitted for testing.

Watching and Lighting
The Contractor shall provide all necessary watching including warning lamps during
the whole currency of contract.

Temporary Lighting and Power
The Contractor shall provide adequate temporary lighting and electric power for use
in the works including any requred by sub‐contractors.

Progress Photograph
The Contractor shall provide four ( 4 ) sets of colored post card size progress photo‐
graphs of the proposes scheme of  ( 12 ) different views of the whole works, on the
first day of each month throughout the duration of the contract or at such times as 
the Engineer may direct. The photograhs have to be properly captioned.
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Mosquito Prevention
Allow for taking such pracautions as may be deemed necessary or desireable by the
Engineer for the prevention of breeding of mosquitoes and pay all charges as maybe

required by Local Authority for anti malaria and anti dengue measured taken.

Dust Prevention
The Contractor shall make adequate provision by spraying erecting screens or other
suitable methods against any nuisance or damage by dust to all work under this con‐
tract or to persons of properties in the vicinity and he will be held solely responsible
for any complaints damage or claims in this connection.

Clearing of Rubbish
From time to time during the currency of the contract, the Contractor shall remove

all rubbish, debris, surplus and useless materials from site as they accumulate and
as directed by the Engineer.

Clearing of Site on Completion

The Contractor shall on comppletion of the work, remove as quickly as possible and
convey away from the site at his cost, all plant and surplus materials except all those
ordered to be left on the site, together with all rubbish and debris. All services and leads
temporary buildings, sheds, barriers, scaffolding, etc. required in the work of constru‐
ction are to be disconnected, dismantled, taken down and removed.

Performance Bond
Prior to the commencement of any works under the contract and on or before the day
executes the formal contract agreement, the Contractor will be required to deposit with
the Government in the cash amount or approved Bankers Guarantee on the approved
form from an approved bank for a sum equivalent to five per centum (5%) of the contract
sum for the whole contract period plus twelve months and the tenderer is to allow for
complying with this requirement. The Performance Bond (or any balance thereof rema‐
ining for the credit of the contractors) shall be released on the completion of the works
comprise in this contract and shall be refunded twelve months upon the giving of the
Certificate of Practical Completion.

Transport of materials/equipment/workmen

The contractor shall be responsible for trasport of materials,equipment and workmen for
its own source or origing,required for the proper execution of works.He shall obtain pass‐
age,license required by authority from time to time.

He shall take responsible for material(s) during transportation.
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Item # MATERIALS & WORKMANSHIP Remarks

The following description of materials, workmanship and general conditions shall apply
to the whole of the works regardless of the trade heading under which they have been 
described and are to be read in conjunction with accompanying Bills of Quantities. The
term "approved " shall mean approved by the Engineer. In the following description of
materials, the letter BS refer to the British Standards as issued by the British Standard
Institution, British Standard House, London. The letter CP refer to the British Standard
Code of Practice. The latest amendment is implied in each case.

Excavator

Generally all excavation is measured net and no allowance has been made for increas‐
es in bulk after excavation. The Contractor shall report to the Engineer when the excava‐
tions ready to receive concrete and no concrete shall be laid until after the excavation
have been inspected and approved by the Engineer. Should the contractor excavate
below the levels shown on the drawings without written order, he shall fill up to the part
so excavated with concrete as described for foundation at his own expense. In all cases
the finish excavations shall be approved by the Engineer before any further work is car‐
ried out.

Nature of Soil
The Contractor must judge for himself the nature of the soil. Excavation shall include
excavation in any material whatsoever in countered except in rock defined hereinafter.
No allowance nor extra payment shall be made to the Contractor for dealing with water
mains, sewers, culverts, drains, electric or telephone cables, etc. encountered during
excavation.
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Item # MATERIALS & WORKMANSHIP Remarks

Protection of Side of Excavation
The Contractor shall ensure that at all times the sides of the excavation are maintained

in a safe and stable condition, and shall be responsible for the adequate provision of all
timbering, starting and/or steel sheet piling, etc. required for this purpose. He shall 
comply with any instructions which maybe issued by the Engineer in this respect.

Disposal of Excavated Materials

Surplus excavated materials shall be deposited in spoil heaps in designated areas to be
located as directed by the Engineer. The term load and cart away shall loading and rem‐
oving surplus earth from site to a tip provided by the Contractor and to the approval by the
Engineer.

Pumping

During the period when the excavation are open, the Contractor shall provide pump of
sufficient capacity to remove any surface or subterranean water which may enter the ex‐
cavation.

Filling and Backfilling
All earth used for filling shall, unless otherwise stated, be selected hard dry material from
the excavation. The backfilling of the excavation, unless otherwise described, shall be 
done with selected material deposited, compacted and watered in layer not exceeding
6" in depth. Each layer shall be rammed solid before the next is added. Proper allowance
shall be for subsidence and shrinkage. The Contractor shall at his own expense make up
any subsidence that may occur when directed.

Hardcore

Hardcore unless otherwise described shall consist of broken rock, concrete,
to pass a 2 1/2" ring, deposited, spread and levelled in layers not exceeding 6" thick,
mechanically well rammed and consolidated and blinded with sand and watered. The 
hardcore shall be to the full thickness as stated in the Bills of Quantities after ramming

and consolidating.

Works to be Kept Clear of Water

The contractor shall keep the whole works well drained throughout the contract period by
constructing temporary drains, dams, watercourses pumping, etc. and shall be held res‐
ponsible for the sufficiency of such method in use.
Rates

Excavation rates shall include for:
a)  Clearing of all vegetable matter, rubbish, debris and contaminated earth, grubbing up

Page 2 of 16



Item # MATERIALS & WORKMANSHIP Remarks

     old roots, loose rubble from old foundations, etc.
b)  Excavating in whatever type of soil encountered.
c)  Keeping all excavation free from all water ( storm, running water, and ground water) 
     The Contractor has to ascertain himself the water table as no claims will be entertai‐
     ned on the ground of ignorance.
d)  Levelling or grading, ramming and preparing bottoms and trimming sides.
e)  Planking and strutting.
f )  Additional excavations required for planking and strutting, formwork, working space and
     return, filling and ramming.

Concrete Works

In general, unless otherwise stipulated, all concrete works and materials shall comply 
with the recommendations contained in the BS 8110  Code of Practice CP 110:1972.

Cement

Unless otherwise required in some areas, use Ordinary Portland Cement complying with
BS 12. The Engineer shall have the right to require the Contractor at any time to draw a
samples of cement as per Clause 10, BS 12 and from location to be specified by the 
Engineer and tested in accordance to these clause of relevant specifications. Tests
results shall be submitted with each consignment. Cement shall be supplied  by an app‐
roved manufacturer from a single source and shall be delivered to site thoroughly dry
condition in the manufacturer's sealed containers. Storage shall be water‐tight and well
ventilated building with raised platform not less than 150mm from the ground. Sufficient
quantity of cement shall be maintained in store to ensure continuity of the work. Each
consignment of cement shall be identified with a serial number and date of delivery, and
stored separately. Cement which has deteriorated or failed to comply with the specified
requirements or contains hardened lumps or cakes of cement shall be rejected and 
remove from the site at the Contractor's own expense.

Aggregates

Course and fine aggregates shall comply with BS 882 except that other aggregates may be
fresh water or pit sand from an approved source. Aggregates shall be stored on a clean,
well paved and drained areas which shall be free from flood water. Various sizes shall be
stored separately and procedures shall be submitted to the Engineer for approval. The
Contractor is require to conduct a test in accordance to Part 1 of BS 812 in an approved
laboratory. Graded aggregates for concrete and mortar, the limits of sizes shall be in ac‐
cordance with BS 882 and 1201. For cement grouts, the aggregates shall pass the test
defined in Table 6 of BS 1198. The maximum size of course aggregates for various grade
of concrete shall not exceed the limits specified for each class of concrete. Once the 
grading zone for fine aggregates required by trial mixes has been determined & samples
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approved, the samples of fine aggregates shall be provided for comparison against all
future deliveries.

Water

Water to be used fro mixing concrete and mortar shall be clean and free from deleterious
matter, acids or alkaline substances in solution or suspension, which are likely to affect
the strength or durability of the concrete and shall comply with the requirements of the
BS 3148. Samples of water shall be subject to analysis from time to time as required by
the Engineer. Measurement; water shall be added direct to the mix from an automatic 
feeder fitted with accurate gauges. The tank shall be calibrated as directed.

Admixtures

No admixture shall be used other than those stated in the specifications or where called
for in writing by the Engineer.

Steel Reinforcement

Mild steel and High Tensile steel reinforcing bars shall comply with BS 4449. Reinforc‐
ing fabric shall comply with MS 7.8 or its equivalent and shall be delivered to site in flat
sheet and shall at no time be rolled. Manufacturer's test certificates shall be produced by
the Contractor as and when required by the Engineer. Further test shall be conducted as
required at an independent laboratory approved by the Engineer and test certificate of 
such shall be produce to the Engineer. All reinforcement shall be clean and stored under
cover until it is required to be used in the works. All binding wires used for steel reinforce‐
ment shall be 16 SWG soft pliable annealed steel wire.

Mix Design and Proportioning
Before commencing the placing of any structural concrete, the Contractor shall submit to
the Engineer full details of the trial mixes and the mixes he proposed to use, with their
anticipated average strength, which must be based on the satisfactory results of the pre‐
liminary tests. At least 6 weeks before the commencement of any concreting works, trial
mixes shall be conducted using samples of aggregates and cement typical to those use
in the works. The concreting plant and the means of transport to be employed in the
work shall be used to make the trial mixes and to transport them a representative dist‐
ance. A clean dry mixer shall be used and the first batch discarded. Preliminary cubes
shall be taken from the proposed mixes and shall be made, cured, transported and tested
in compression in accordance to BS standard.

Workability

The concrete shall be of such consistency that it can be readily worked into the corners
and angles of formwork and around reinforcement without segregation of materials or
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bleeding or free water at the surface. On striking the formwork it shall present a face 
which is uniform, free from honey‐comb, surface crazing or excessive dusting. The Con‐
tractor shall carry out a series of workability test to satisfy the requirement of the work.

Plant

Concrete shall be mixed in a batch‐type mixer manufactured in accordance with BS 
1305.  Where appropriate, the batch capacity, method of loading, mixing time and drum 
speed shall conform to the details furnished in accordance with the requirements of BS
3963 for the mix which corresponds most closely to the mix being used. The mixing 
blades of pan mixer shall be maintained within the tolerance specified by the manufac‐
turer. The weighing and water‐dispensing mechanism shall be maintained in good order
and accuracy within the tolerance of described in BS 1305 and checked against accur‐
ate weight and volumes.

Batch

Cement and aggregates shall be batched by weight. Aggregates shall be weighed on the
actual densities of surface dry determined by loose weight method and in accordance
with Clause 25 of BS 812. Water shall be measured with calibrated containers. The 
amount shall be adjusted from time to time to compensate the variations in the moisture

content of aggregate. Alternatively, the water content shall be controlled by slump tests
or compacting factor tests where the batch plant is of type in which cement and aggre‐
gates are weighed in the same compartment, the cement shall be sandwiched between
the fine and coarse aggregate.

Mixing

The mixer shall be operated at the manufacturer's recommended rate of revolution. The
cement, aggregates and water shall be fed into the drum while the mixer is in action and
the concrete shall be mixed to a uniform colour and consistency. The minimum mixing

time shall be 1 1/2 min. for a 1.0 cu.m. batch, plus 1/2 minute per each additional 0.5m3.

Mixer which have been out of use for more than 30 min. shall be thoroughly cleaned bef‐
ore any fresh concrete is mixed. Hand mixing of concrete will not be allowed, but where
the quantity of concrete is small, and at the discretion of the Engineer, hand mixing

may be permitted.

Sampling and Testing
Samples of concrete for tests shall be taken and cubes made as directed by the Engin‐
eer. Eight ( 8 ) cubes shall be made for every 15 cu.m. of concrete of part thereof in each
day's work. Test cubes shall be made, cures and stored under same conditions as the
work to which they relate and transported for compression test to laboratory approved by
the Engineer. Every test cubes shall be properly marked with its code number and date
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of casting together with the part of the work to which it relate.

Transporting, Placing and Finishing
Transporting and placing of concrete should be done as quickly as is practical during hot
weather. Sufficient labour and equipment must be available at the jobsite to handle and
place the concrete immediately upon delivery. Prolonged mixing, even at agitating speed
should be avoided. If delays occur, the heat generated by mixing can be minimized by
stopping the mixer and agitating intermittently. The discharge of concrete be completed

within 1 1/2 hours or before the drum revolved 300 times, whichever occurs first. In hot
weather the time limit can be reasonably reduced to 1 hour or even 45 min. Extra care
must be taken with placement techniques to avoid cold joints. Floating shall be done
promptly after the water sheen disappears from the surface or when the concrete can 
support the weight of the finisher.

Vibration

All compaction shall be by means of approved power ‐driven vibrators which shall be inse‐
rted vertically to the full depth of layer being placed. It should be withdrawn vertically and
not dragged through the concrete. The vibrator shall inserted quickly and  withdrawn slo‐
wly, and should be operated continuously while being withdrawn so that no holes will be
left in any stiff concrete.

Curing and Protection
Green concrete shall be protected from heavy impact, storage of construction materials,

restoring of upper floors and by operation of construction equipment are in many cases,
the most severe loads that will be imposed on the structure. Curing; the proffered meth‐
od of curing is by use of continuous sprays: flowing or ponded water; or continuous satu‐
rated of sand, burlap, or other absorbent material. Water should be applied to uniform 
surface as soon as it will not damage the finish, and to formed surfaces immediately 
after forms are stripped. Curing shall be done constantly in 7‐days. Membrane curing
is applicable with prior approval from the Engineer.

Records and Reports
The Contractor is required to prepare and submit all records and reports of concrete act‐
ivities and shall furnish to the Engineer in standard forms showing all necessary informa‐
tion required by the Engineer.

Rates

Concrete Works are inclusive of :
1) batching, transport, placing, curing and compaction in place.
2) formworks; fabrication, construction, removal, shoring and scaffolding required.
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Formwork and Surface Finish
Generally, the Contractor shall be entirely responsible for the sufficiency, efficiency and
accuracy of the formwork's fabrication, erection and safe removal of the same. He shall
submit in details to the Engineer the formworks and methods he is going to use, for app‐
roval. Such approval shall be in no way relieve him of his responsibility for the sufficiency,
efficiency and accuracy of the formwork. It shall withstand the strain imposed by vibrator
during placement. Forms shall be so designed and constructed that the concrete can be
properly placed and compacted and that the concrete after removal shall adhere to the
required shape, level and position. No allowance have been made for construction loads
and that the formworks shall remain undisturbed until the concrete bears it own weight.
However, in all cases a minimum of at least 50% of design compressive strength should
be attained before removal of forms. As general rule, the forms for columns and piers can
be remove before those of beams and slabs. The lower floors must be shored that will
carry the shoring of the green concrete. The Contractor shall ensure that restoring shall
extend through a sufficient number of lower floors. While restoring is underway, no cons‐
truction loads should be permitted on the new construction. Forms and supports should 
always be remove without excessive impact or shock, and in a manner to permit the
concrete to take its share of the load gradually and uniformly.

Repair of Defective Concrete
Concrete damaged from any cause honey‐comb, fractured shall be repaired only by
knowledgeable personnel to assure high quality and satisfactory results. On important

structure, repair methods should be planned and demonstrated prior to commencement.

This may involve the construction of mock‐up demonstration panel for approval by the
Engineer. Repair works to newly hardened concrete shall be made as soon as the need
of such repair is evident, to ensure compatibility with the original concrete, the greener
the base concrete the more receptive the surface is for bonding of the repairs. Simulta‐
neously curing of the base concrete and the repair shall be done.

Rates

fabrication,fixing,striking,struting,stripping,oil application & scaffolding.

Cleaning, Bending and Fixing Reinforcement

All steel bars shall be cleaned free from loose mill scale, loose rust, oil or other coating
which is deleterious to bonding with concrete. Reinforcement shall be bent cold in an 
approved bar bending machine. The bending dimensions and tolerances and the dimen‐
sions of end anchorages, hooks, binders, stirrups, links, splice and like shall be in acc‐
ordance with BS 4466. All steel reinforcement shall be fabricated to the shapes and di‐
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mentions and fixed in position shown on the drawing. The overall lengths of bars with
multiple bends are accurate and that after bending and fixing to position, the bars rema‐
in in place without any warp or twist. The internal radius at the corner of stirrups and bin‐
ders shall not be less than the radius of the longitudinal bars.
The Contractor shall prepare bar bending schedules with calculated weights for the rein‐
forcement shown on the drawing and shall submit to the Engineer for approval, before bar
cutting and bending commences. However, this shall not relieve the Contractor of his
responsibility for the correct fixing of all reinforcement in accordance with the drawings 
and specification. The reinforcement shall be fixed in the formwork and held against dis‐
placement by approved cover blocks and binding wires to ensure the designed position
will be maintained during the process of placing concrete. All tie wires shall be turned
inward and no part of it shall be in touched with the formworks. The length of laps shall
be calculated in accordance with CP 110 for the full tensile stresses in the bars. All laps
shall be so arranged in staggered position.

Bricklaying

All bricks unless otherwise specified shall be 2 5/8" standard size, hard, sound, well 
burnt, machine made wire cut clay bricks from an approved kiln. The dimension and
tolerance shall be in accordance with BS 657.

Cement and Sand Mortar

Cement shall be Ordinary Portland Cement as described in Concrete. Sand Mortar shall
unless otherwise described, a mixture of one part OPC to three parts sand by volume.

Mortar Plasticiser

The Contractor shall submit for approval the type of plasticiser to be use, and strictly
followed the manufacturer's instructions.

Concrete Hollow Blocks
Precast concrete hollow blocks unless otherwise specified shall be a mixture (1:6) OPC
and sharp sand. Layed with approved reinforcement 2 1/2" x 22 gauge approved expan‐
ded metal or equivalent.

Damp Proof Course
Damp Proof Course shall be of the hessian‐based foil type and shall comply with the
requirements of BS 743, Type 5D ( 8 lbs./yard ). It shall have 9" minimum laps at joints
and 4 1/2" laps at angles and shall be laid on 3/4" bed of cement mortar (1:1) and coated
with hot bitumen on the upper surface. The Contractor shall submit the specified damp proof
course for approval by the Engineer or its equivalent.
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Rates

Brickwork, block work and facing shall include:
1)  raking out joint to form key to receive plaster
2)  bedding plates
3)  cutting of forming chases, holes and mortices

4)  cutting and pinning
5)  wedging 
6)  plumbing angle
7)  laying reinforcement

8)  forming square and rebated reveals, birdsmouth and notches

Rates

1)  The rates for all screeds and paving shall include for working in a small quantities and
     narrow width, temporary rules, arrises and rounded angels, channels and for fitting &

     making good up to reveals, steps, around columns, ballusters, pipes, grating, fittings
     and the like.
2)  The rates for skirtings, riser and other linear items shall include for all short lenghts,
     stops, formed, cut purpose made angles, junctions, rounded top edges, covers at
     bottom end and other sundry items of the like.

Roofer

Roofing sheets shall be approved "Trim deck " Lysaght heavy duty roofing sheets and 
colours as per recommended and selected by the Engineer. All accessories or parts shall 
be as per manufacturer's requirements and fixed as per their instructions. Roof shall be laid 
to the pitch indicated on the drawings on galvanized Lip "C" channels. Roof insulation shall be
fiberglass with double sided aluminum foil of building grade or 50mm thick. It shall be laid
on and include one layer of approved PVC mesh sandwich between the purlins and the 
roofing sheet. All joints shall be sealed with self adhessive aluminum tapes. Truss and
other components shall be hot deep galvanized including bolts and nuts used at joints.
No welding works shall be done on any part of the truss unless otherwise directed and
with prior permission from the Engineer.                        

Rates

1)  fabrication inclussive of welding, cutting, drilling of components.

2)  preparation of embedded anchor bolt and wood plates.
3)  laying and tying of PVC mesh using approved clips.
4)  laying of fiberglass insulation.
5)  laying, cutting and fixing of roofing sheets, ridge capping, facia board and flashing.
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6)  sealing of joints.
7)  allow leakage test.

Carpentry, Joinery and Ironmongery

Generally, all timber works shall be in accordance with the BS Code of Practice CP 112
(1952), Inc CP 112.100 Preservation Treatment of Timber Use in Building. The quality of
timber and workmanship in all joinery work shall conform to the relevant requirement of
BS 1186. All timber for carpentry and joinery work shall be of best quality suitable for the
purpose for which it is intended, well seasoned and sawn  square all round, free from ex‐
cess of wane or discoloured sapwood, loose or dead knots and live insect attacks. Join‐
ery shall be fixed until plaster has completely dried out and should any tucking in or poi‐
nting to be undertaken after joinery is in position, this should be kept to a minimum. Any
joinery that splits, shrinks or wraps from wants of seasoning, unsoundness or bad work‐
manship shall be removed or replace without charge. All glued joints shall be tongued.
All wrot timbers and, where finishes sizes re shown upon the drawings, shall be of the full
dimension shown. Where nominal sizes are shown, the finishes sizes may be up to 
3/32" less for each surface planned. In general, full size details show finished sizes and 

other drawings show nominal sizes except otherwise noted, but the Contractor shall not‐
ify the Engineer of his intention before putting the work in hand and he will be held resp‐
onsible for ensuring that timbers are of the sizes required by the Engineer. 
Timber Fire Doors shall comply with BS 459: Part 3 and shall be to the approval of the
Local Fire Deaprtment.

Ironmongery

The irnomongery to be used is to be of standard approved by the Engineer. Fixing shall
be executed by a skilled workmanlike manner with screws of the same finish. All locks
and other fittings shall be oiled and adjusted and left in perfect working order. No locks
shall be operated by the same key.

Rates

1)  Rates for carpentry shall include for sawn surface, all nailing and spiking required, all
     cutting, notchinng, boring, sinking, pellating, fitting ,trimming, morticing and wedging
     for all ends.
2)  Joinery items shall include for wrought surfaces to all faces exposed to view, slightly
     rounding all arrises planting on with panel pins, brads or nails, all cutting notching,
     holes, housing ends, angles and junction headings and any other sundry items.

3)  Ironmongery shall include for fixing with screws of the same finish as the fittings, all
     cutting, sinking, boring, and morticing as required into reinforced concrete or timber. 
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Steel and Ironworker
The steel shall comply with the requirements of BS 15 and shall be used in accordance
with the requirements of BS 449. All ironwork other than galvanized, to be entirely free
from scales or rust. Preferrably all iron rods shall be hot deep galvanized, excess zinc
shall be removed and the surface finished smooth and uniform.

Rates

1)  inclussive of cutting to reuired sizes and bends if required and galvanizing.
2)  all necessary hoisting to the required position and welding in place unless required.
3)  rates shall be measured by gross weight.
4)  ironmongery as required by the Engineer.

Aluminum Works

All alumiumn materials shall be free from defects imparing strenght, durability or appear‐
ance and shall be adequate in every way for their purpose. Surfaces shall be clean, str‐
aight and true with sharp defined profiles and smooth finish. All sections, sheets, etc 
shall be free from bends or waves or other surface imperfections, true and straight verti‐
cally and horizontally with all arrises and profiles. The Contractor shall submit a detailed
specification describing the sections, method of fixing, necessary weather bars irrespec‐
tive of whether they are shown on the drawing or not.The frames shall be constructed in 
square and flat, cut to lenght, corners mitred and electtically welded and then clean to
obtain a smooth finish surface. All joints shall be carefully and accurately assembled

and machined so as to provide close smooth connections that is not noticeable. Screws
and bolt heads shall be concealed where possible and countersunk finish flush with
exposed surface. Finish and colour shall be to Engineer's recommendations.

Glazing

The supply and fixing of glass to the aluminum screens, partitions, doors shall form part
of this contract. All panels shall be glazed unless otherwise specified and shall conform
to BS 952. All glazing to windows unless otherwise specified shall be 6mm thick and
shall be free from bubbles and other defects. All internal glazing shall be clear and light
reflective glass for exteriors. All glass shall be fixed on non‐hardening glazing compound

and glazing gaskets. Glazing beads shall be of extruded screwon aluminum of the same

finish as the frames. The Contractor shall guarantee for a period of five years commenc‐
ing from the date of Practical Completion in respect of the following: against discoloration
and against water leakage in glazing and aluminum sections, frames,etc. Within the
specified quarantee period, the Contractor shall replace all items of work that are found
defective due to faulty workmanship and/or materials.
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Rates

Aluminum works shall include for all necessary lugs, fixing straps, stiffeners, bracings,
gaskets, ironmongeries, quarantees and necessary scaffoldings required for installation.

Plasterer

The cement to be used shall be Ordinary Portland Cement described in concretor.The 
sand for plastering shall comply with the requirements of BS 1199 and shall be clean,
sharp, fresh water sand free from clay and other impurities and shall be washed and/or
screeded if required by the Engineer. Samples shall be submitted prior to commencem‐
ent. Plasticiser are previously described in bricklayer. 

Workmanship

Generally, all materials shall be stored, measured, mixed and used in accordance with
recognised good practice, as set out in BS Standard Code of Practice CP 211 (1949).

In particular, adequate time must be allowed for one coat to dry out before the next is
applied. All surfaces shall be cleaned down, wetted and applied with bonding compound

if deemed necessary. Mortar mix shall be used within one hour of mixing and no temper‐
ing will be allowed. All plastering shall be executed in a proper and workmanlike manner,

with true and even surfaces and all arrises and angles shall be left perfect. The Contract‐
or is to take full responsibilties and allow in his prices for providing an adequate key for
plastering on concrete, brick surfaces.

Application

Undercoat shall be ruled between screed at centres not exceeding 10' and brought to an
even plumb finish. All external and internal angles shall be true and plumb and provide
necessary PVC beads for the corners and flat surface for internal plastering. Scratch
undercoat to form key and be prevented from drying, soon cover or wet or spray. Finish‐
ing coats shall be applied only after undercoat have set. Mortars for plastering shall be
composed of one part cement and thre part sand (1:3), mixed with approved plasticiser.
Thickness of screed as specified shall be 50mm nett thickness and allow filling up for
depressions, grooves, joints, indentations, etc. Plaster shall be finally finished with steel
floats. Screed shall consist of one part cement and three parts of sand by volume and to
be properly finished to receive floor finish required. 

Metal Lathing
The expanded metal lath shall be of plain expanded type, complying with BS 1269 and
weighing of not less than 3 lbs. per square yard and shall be well lapped.
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Rates

1)  rates for plaster and screeds shall include for work in narrow widths and small quanti‐
     ties, all necessary scaffolding, platform, etc working panels, temporary rules, hacking
     concrete for key where required cleaning and wetting the wall or ceiling surfaces, ra‐
     king out joints of brickwork, finishing surfaces with steel trowel or wood float, joints
     between different type of plastering, between new and old, forming expansion grooves,
     internal angle, arrises and other intersection of curve surfaces, rounded corners and
     external angles not exceeding 1" radius and mitres, stops, etc on cornices, moulding

     enrichment, coves, skirtings, gutters and strings.
2)  metal lathing work shall include for laps, cutting holes, notching and other sundry item
     of a like nature and for painting all cut edges and damaged staples, etc after erection,
     with a protective coat of approved bituminous oil paint.

Painter

Material generally, unless otherwise stated, shall be those from manufacturer approved
by the Engineer. All surface shall be cleaned, free from dirt, grease, oil and other delet‐
erious matter. No paint shall be applied on damp surfaces and on adverse weather con‐
ditions.

1)  Plaster, Concrete, Brickwork
     Allow the surface to dry completely, remove all efflorescence by wiping with dry 
     coarse cloth and then with damp cloth. The surface shall then be left for 48 hours to
     see if further efflorescence occurs. No paint shall be applied until efflorescence has
     ceased totally.
2) Woodwork

    Clean to remove, grease and rub down smooth and dust off. Apply knotting to all knot
    and allow to harden. Apply primer as per manufacturer's instructions and followed by
    the required coatings.
3) Metalworks

    Unprimed surfaces shall be thoroughtly cleaned to remove dirts, grease, etc and scr‐
    aped oof and wirebrushed to remove all rust and loose scales back to clean metal.

    Immediately the surface after cleaning. 
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Rates

All paint work shall include all the surface preparations, painting in any color or tint (inc‐
cluding mixing), all necessary scaffolding, platform and provision of sample panels, pain‐
ting all opening edges of doors and windows, painting holderbats and brackets, etc. for
pipe and for protecting, cleaning down and touching up decorations and leaving perfect
and satisfactory results.

Plumber

Water Supply
The whole of the water supply plumbing and installation shall be executed by licensed
plumber. The work shall be executed to comply with appropriate by‐laws and regulations.
The Conctractor shall at his own cost shall employ a qualified personnel for this job. He
shall arrange the necessary formalities in regard to inspection and testing. All pipes, fitt‐
ingsand apparatus use for water supply plumbing and installation shall be of the type and
make approved by the relevant State Water Authority; not withstanding any approval 
given by the Engineer.

Pipeworks

Pipeworks for water supply and plumbing shall be to the dimension shown or as specified
hereinafter and shall be complete with all bends, tees, sockets, plugs, reducing pieces,
brackets, supports and everything else to complete the instalaltion. 
All pipe and fittings unless otherwise specified shall be an approved PVC to conform with
BS Standars Code of Practice or equivalent. All screwed joints shall be made by using
teflon type jointing compound.The Contractor shall make any provisions for mounting

horizontal and vertical piping in order to meet the required gradient at his own expense
and approval by the Engineer. Sleeves where pipes penetrate through beams, walls, floor
etc.shall be provided without charges. All valves and fittings necessary for the correct
control, operation and maintenance of all services shall be provided and installed where
easy access for maintenance and operating purposes.
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Fiberglass Water Tanks
The Contractor shall supply, deliver, and install 2‐units of 500 gal. fiberglass water tanks
as per approval by the Engineer. Fiberglass construction shall be in compliance with the
current BS 4213: 1975 and the Local Requirement By‐Laws.

Sanitary Plumbing

The Contractor shall give notice to the Local Authority when connection are to be carried
out from the house to the municipality junctions. All pipes shall be runin accordance 
with the layout and sizes shown on the drawings. Soil waste pipes shall be approved
UPVC heavy duty grades. the Contractor shall take every possible precaution in protec‐
ting all sanitary fittings once they have been installed to ensure that they are not used
during the process of work. All toilet fixtures and fittings shall be approved by the Engin‐
eer prior to procurement. The Contractor shall submit at least three types for selection
by the owner.
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Rates

Shall include all cuttings, running joints, sockets, connectors, brackets, clips, hangers,
plugs. Testing and commissioning of the service up to the satisfaction of the Engineer.
Toilet fixtures, fittings and etc.

Electrical Installation
All electrical installation shall conform to the drawings and complying with the local
Electricity Board (STELCO).The work shall be executed by a licensed electicean endorsed 
by the relevant authority.

Rates

1) conduiting,wiring,fixing of fixtures,boxes,trays and hacking of concrete if deem
necessary.

2) testing,termination and commissioning with local authority.

Fire Fighting Facilities
Hosereels, hand extinguishers, dry risers (twin breaching and outlets), wet riser and
1 no. each diesel engine pump and motor driven pumps all with control panels. All piping
shall be high grade galvanized pipes and fittings, in conformance to Local Fire Regulation.
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